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productspecifications

9154
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controller

physical characteristics

controller

Length
19.1 cm (7.5")

Width
16.5 cm (6.5")

Height
3.0 cm (1.2")

Weight
504 kg (1 lbs. 2 oz)

power supply

Length
14.7 cm (5.8")

Width
7.6 cm (3.0")

Height
7.1 cm (2.8")

Weight
980 kg (2 lbs. 3 oz)

Power Supply has a 6-foot line cord
and a 5-foot DC output cord with a
7-pin plug.

electrical

USA Power Supply
120 VAC (+10% to -15%)
60 Hz 20 Watts

Optional Power Supplies Available for
120 VAC, 50 Hz, 100 VAC,
50/60 Hz, 220 VAC, 50/60 Hz,
240 VAC, 50/60 Hz

environmental

Operating
0° to 50°C (32° to 122°F)

Storage
-10° to 60°C (14° to 140°F)

Humidity
Relative non-condensing (10 to 90%)

interfaces

Host Communication

EIA RS-232-C, RS-422

ASCII character format

Even, odd, disable,
mark or space parity

One or two stop bits

Xon/Xoff

Optional LRC check

110 to 19.2K baud

User-definable poll-select sequence
Polled Device Communication

1 port, 32 devices supported

4-wire RS 485

2400 to 19.2K baud

Intermec multi-drop protocol

Supports 7 or 8 data bits ASCII
character format

product configurations

9154A010101: 120V, 60 Hz

9154A010102: 100V, 50/60 Hz

9154A010103: 220V, 50/60 Hz

9154A010104: 240V, 50/60 Hz


