SPECIFICATIONS

INPUT VOLTAGE
MODEL 85510300
MODEL 85510310
MODEL 85510400
INPUT FREQUENCY

OUTPUT VOLTAGE

OUTPUT FREQUENCY

OUTPUT VA

MODEL 85510300

MODELS 85510310, 85510400
RMS OUTPUT CURRENT

MODEL 85510300

MODELS 85510310, 85510400

PEAK OUTPUT CURRENT
LINE & LOAD REGULATION
FREQUENCY STABILITY
EFFICIENCY

HARMONIC DISTORTION
POWER FACTOR
RESPONSE TIME

OUTPUT PROTECTION

OPERATING TEMPERATURE

STORAGE TEMPERATURE
WEIGHT

DIMENSIONS

115 VAC — NEMA 5-15P plug
115 VAC — NEMA 5-20P plug
230 VAC — NEMA 6-15P plug
45 10 440 Hz

0to 130 VAC or 0 to 260 vac; set from the front panel
potentiometer

47-63 Hz or 47-500 Hz; set from the front panel

potentiometer

750 VA, single phase
1KVA, single phase

130 VAC range: 750 + output volts, 7.5 amps max. below 100 VAC
260 VAC range: 750 + output volts, 3.8 amps max. below 200 VAC

130 VAC range: 1000 + output volts, 7.5 amps max. below 100 VAC
260 VAC range: 1000 + output volts, 3.8 amps max. below 200 VAC

2 x RMS (standard models)

2%

0.25%

80% with full linear load

Less than 1% into full linear load
Oto1

200 psec with 100% load change
Automatic peak current limiting
Automatic RMS current shutdown
Automatic thermal shutdown

Automatic shorted output shutdown

-10°C to + 40°C

-40°C to +75°C
50 Ibs

7in. (H)x 19in. (W) x 17 in. (D) -
slots for standard rack mounting




