
MODEL 191 DMM GENERAL INFORMATION 
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SPECIFICATIONS 

DC VOLTAGE 

NMRR: >6”dB at 5” & 60 Hz. 
CMRR: >IZ”dB at DC, 5” & 60 Hz (with lkohm in either lead). 

IWith zero set by Null function. 
‘1 minute max.. 700 volts CO”ti”“O”S. 
‘To wirhin 5 digits of final reading. 
‘1.6 set, fur input changer <IS microvoI,s. 

RESISTANCE 

AC VOLTAGE (Optian 1910) 

RESPONSE: Average. calibrated in rmr of a sinewave. 
MAX,M”M ALLOWABLE INPUT: l”“0” rm~ sine or DC, 2 x 

10’” l Hz.. 

SETTLlNG TIME: < 1.3 second. to within “.“5% of final reading 
for zero t” full-scale step input. 

CMRR: >bodB at DC, 50 & -0 Hz, ,lk<,hm I” e,ther lead, 
INPUT IMPEDANCE: 2Mohm shunted by /es than 5”PF. 
IWith input shorted. dsplay rends approwm~wly 2” d,s,,r 
150Hz-IokHz. 
‘20Hz-5oHz & IOkHz-2okHz~ 

GENERA1 

NULL: Pushbutton all”ws zer”in 
annunciator indicates null m “3 

of on xale readings. Frunt panel 
e. 

DISPLAY: Six 0.5 inch LED diaits with at,w”“riate decimal ~“int. 
CONVERSION SPEED: 1 re.;iinBslse~“~h on DC ““Its. 

3 readinfislserond on ohms. 
2 readi&second on AC volts. 

POLARITY: Automatic. minus indicated, plus implied. 
RANGING: Manual. 
OVERLOAD INDICATION: Display indicates palarity and 

overrange digit only. 
INVALID RANGEIFUNCTION SELECTION: Display reads 
--IFFFW 
ISOLATION: Input LO t” power line ground. greater than I”“” 

megohms shunted by approximately 30” 
B 

icofarads. Maximum 
input between LO and power line grow , 1400 volts peak, 5 x 
I”‘” . Hz. 

WARMUP: 1 hour to rated accuracv. 
ENVIRONMENTAL LIMITS: ’ 

Operating: o-‘CtosoT, o%t08o%relative humidity uptowC. 
storare: -25°C to 65’C. 

POWER: 105-125 or21”-~5”v”ltr(internal wihhrelerted), 5” 
6”Hz. 2.5 V.A maximum. 

INPUT CONNECTOR% 5-way bind,“8 pose 
DIMENSIONS, WEIGHT: “5mm h,gh x 235mm Wide-1 27srnm 

deep (312 ins x 914 in. x 10.~4 in,. Net weighti: 2.3kg (5 Ibr,. 
ACIEIE;yRlES SUPPLIED: Model ,915 Instruclioni~rv,rr 

AVAILABLE ACCESSORIES: 
Model 101” Single Rack Mounting Kit 
Model 1017 Dual Rack Mounting Kit 
Made1 16”” High Voltage Probe 
Model 1641 Kelvin Test Lead Set 
Model 1651 5” Ampere Shunt 
Model It.81 Clip-On Test Lead Se, 
Made1 1682 RF Probe 
Model 1683 Universal Test Lead Set 
Model 1684 Carrying Care 
Model 1685 Clamp-On Current Probe 
Model ,901 Current Adapter 
Model 191” AC V&r Optian 
Model 1913 Calibration Caver 
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