
PURCHASEQ ITEM 

Accuracy Maximum Accuracy 
Maximum 1 Year, 18@4B°C Bower 1 Year, 18°-280c 

Test f (%Rdg + Counts) Dissipation f (%Rdg + Counts) 
Range Resolution Current Pulsed DC in. Sample Pulsed 

2oomn 10 @il loomA 0.04 + 2 0.04 + 3 5oopw 0.05 + 2 
2 8 loo /lLn 1omA 0.04 + 2 0.04 + 3 5opw 0.05 + 2 , 

20 Q 1mQ 1mA 0.04 + 2 0.04 + 3 5PW 0.05 + 2 
200 Q 1OmQ ImA 0.04 + 2 0.04 + 2 

2 kbZ loomit 1mA 0.04 + 2 0.04 + 2 
20 kQ 1 Q 10 pA 0.05 + 2 0.05 + 2 

200 k!2 10 n 10 ,uA 0.075 + 2 0.075 + 2 

ON: d-wire (two sense, two sourte). 

URCE VOLTAGE: 2UmV in Dry Circuit Test, 1V 

in each SENSE 

RANGING: Auto or manual. 
AUTORANGING TIME: 20Chs per range change, average. 
SETI’LING TIME: Less than 1 second to within 10 counts on range. 

MAXIMUM INPUT OVERLOAD: 1OV limited to 1OA. 

MAXIMUM COMMON MODE VOLTAGE: 30V rms at dc, 50 or 

TEMPERATURE COEFFICIENT @“-180C and 28”~SOOC): f (0.1 x 

p to half of the selected range ti each applicable accuracy specification)/“C. 

RELative: Allows zeroing of on-range readings. Allows redngs to 
be made with respect to baseline value. Display annunciator in- 

DRWFx Selects either pulsed or dc SOLRCE current. Pulsed drive 
provides automatic cancellation of thermal offsets, using 50% du- 
ty cycle pulse. Display annunciator indicates drive selected. 

POLARITY: Selects either positive or negative SOURCE current in 
either drive. Display annunciator indicates polarity selected. 

OPERATING ENVIRONMENT: O”-50°C, less than 80% R.H. up to 
35°C; linearly derate 3% R.H.l°C from 35’ to 5U°C. 

STORAGE ENVIRONMENT: -25’ to +60”C. 

Model 1017: Dual Rack Mounting Kit. 
Model 1755: Calibration Interface. 
Model I!#?& Rechargeable Battery Pack. 
Model 5801: Test Lead Pouch. 
Model §802: Isolated Analog Output/IEEE-488 Interface. 
Model !%M: Test Lead Set. 
M~deE 5805: Kelvin Probes. 
Model 5806: Kelvin Clip Leads. 
Model 7W.F1: Shielded IEEE-488 Digital Cable (?m). 
LVodel 7?W-%: Shielded IEEE-48 Digital Cable (21x1). 
Model ‘Pi&3: II35488 Digital Cable (3%). 
Model ?OO(Mi: lEEEm Digital Cable @ft.). 
Model $003: Low Res&tance Test Fixture. 

ACCESSONES SUPPLIED: Mndels 5801, 5804, 5805, 58936 
‘E and Service Man*uds. 
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