
Kikusui PCR500L General Information

Product Description: 
Single-Phase AC Power Supply, 0.5kVA 

Kikusui PCR500L Performance Characteristics

Form Factor Benchtop 

No. of Outputs 1 o/p 

Number of Phases 1 ph 

Minimum Frequency 1 Hz 

Maximum Frequency 1 kHz 

Output 1 Max. power 500 Watts 

Number of Ranges 2 QTY 

Output 1/Range 1 Max. Current 5 A (1 V to 150 V)

Output 1/Range 2 Max. Current 2.5 A (2 V to 300 V)

Output1/Range1 Max Repetitive Peak Curre 20 A 

Output1/Range2 Max Repetitive Peak Curre 10 A 

Line Regulation, Voltage 0.03 mV 

Maximum DC Volts 424 V 

Maximum DC Current 1.25 A 

RMS Volts Measurement Yes 

RMS Current Measurement Yes 

Frequency Measurement Yes 

Power Measurement Yes 

DC Volts Measurement Yes 

Power Factor Measurement No 

Crest Factor Measurement No 

Overcurrent Protection Yes 

Overvoltage Protection Yes 

Over- temperature Protection Yes 

Kikusui PCR500L Measurements/Features

Simul of Power failures 
Meas sudn Voltage drp 
Meas harmc Current 
Anal harmc Current 
Color flrscnt Display 
Air intake 
AC/DC mode 
Self- test function 
Limit value setting 
Protective Functions 
Memory Function 

Kikusui PCR500L Programmability/Connectivity

User Interface Proprietary 

Ports to Peripheral Devices GPIB,RS232C 

Test Pattern Storage 9 Patterns 

Kikusui PCR500L Compliance

CE Compliance Not on file 



UL Compliance Not compliant 

Kikusui PCR500L Power Requirements

Input Power Universal (Auto Sense and 
Switch) 

Kikusui PCR500L Physical Dimensions

Width 430 mm(16.92 in) 

Height 217 mm(8.54 in) 

Length 550 mm(21.65 in) 

Weight 25 kg(55.11 lb) 

Kikusui PCR500L Standard Accessories

KRB250 /PCR500L mm size rackmounting brckts-JIS /Qty:1 

KRB5 /PCR500L- in size rackmounting brckts-EIA /Qty:1 


