
Performance Characteristics of the 2965A

Form Factor Benchtop 

RF Communication Tester Type Base Station,Mobile 

AMPS Communication Standard Option 

CCITT Communication Standard No 

CDMA Communication Standard No 

CT3 Communication Standard No 

DCS1800 Communication Standard No 

DECT Communication Standard No 

DMCA Communication Standard No 

EAMPS Communication Standard Yes 

ETACS Communication Standard Option 

FDMA Communication Standard No 

GSM900 Communication Standard Option 

GSM1800 Communication Standard No 

GSM1900 Communication Standard No 

JTACS Communication Standard Option 

NADC Communication Standard No 

NAMPS Communication Standard Option 

NMT450 Communication Standard Option 

NMT900 Communication Standard Option 

NTACS Communication Standard Option 

PCS1900 Communication Standard No 

PDC Communication Standard No 

PHS Communication Standard No 

TACS Communication Standard Option 

TDMA Communication Standard No 

Trunking Communication Standard Option 

Signal Generator Minimum Frequency 100 kHz 

Signal Generator Maximum Frequency 1 GHz 

Signal Generator Modulation AM,FM 

Signal Generator Resolution 1 Hz 

Spectrum Analyzer Minimum Frequency 100 kHz 

Spectrum Analyzer Maximum Frequency 1.0 GHz 

Spectrum Analyzer Dynamic Range 80 dB 

Power Meter Minimum Frequency 100 kHz 

Power Meter Maximum Frequency 1 GHz 

Power Meter Minimum Power 10 mW 

Power Meter Maximum Power 150 Watts 

Oscilloscope Maximum Frequency 500 kHz 

Voltmeter Maximum AC Voltage 30 Vrms 



Width: (N/A)  
Height: 177 mm(6.96 in)  
Length: 540 mm(21.25 in)  
Weight: 11.4 kg(25.13 lb)  
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Voltmeter Maximum AC Frequency 500 kHz 

SINAD/Distortion Meter Maximum Frequency 20 kHz 

SINAD/Distortion Meter Resolution 0.1 dB 

Programmability/Connectivity of the 2965A

User Interface Proprietary 

Ports to Peripheral Devices GPIB,RS232 

2965A Compliance

CE Compliance Not on file 

UL Compliance Compliant 

2965A Power Requirements

Input Power Universal (Auto Sense and Switch) 

2965A Physical Dimensions

2965A Standard Accessories


