
SMA (F) 2-Way/4-Way/8-Way 0.5 to 18 GHz 30 Watt (Ultra-Broadband)

Features
▪ Low Input VSWR
▪ High Isolation Between Output Ports
▪ Special Narrow Band Versions Available for

Communications Requirements
▪ Temperature Range: -54° to +85°C

(Operational at 105°C)
▪ Designed for MIL Environments

Models
▪ 4426-2, 4426-4, 4426-8

Model 4426-2 4426-4 4426-8
Low Frequency (GHz) 0.5 0.5 0.5
High Frequency (GHz) 18.0 18.0 18.0

VSWR Input (max) 1.50:1 1.60:1 1.70:1
VSWR Output (max) 1.45:1 1.45:1 1.50:1

Insertion Loss dB (.5-8 GHz) 0.8 1.8 3.5
Insertion Loss dB (8-18 GHz) 1.7 3.8 6.5

Isolation dB (min) 19 16 –
Isolation dB (min) 0.5-2.0 GHz – – 14
Isolation dB (min) 2.0-18 GHz – – 18

Amplitude Balance dB (.5-8 GHz) 0.3 0.5 0.8
Amplitude Balance dB (8-18 GHz) 0.6 1.2 1.4

Phase Bal. in Deg (Max) .5-8 4.0 8.0 10.0
Phase Bal. in Deg. (Max) 8-18 8.0 14.0 18.0

Avg. Power (W) Max Load VSWR 1.2 GHz 30 30 30
Avg. Power (W) Max Load VSWR 2.0 GHz 10 10 10
Avg. Power (W) Max Load VSWR Infinite 1 1 1

Maximum Weight (oz) 6.4 20 38
Weight (max) in kg 0.18 .57 1.1

Special Notes: A A A
Special Notes:
A: See Model 4436 Series for commercial grade and broadband power dividers.
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SMA (F) 2-Way/4-Way/8-Way 0.5 to 18 GHz 30 Watt (Ultra-Broadband)

Outline Drawings For Models : 4426-2

Units A B C F E F G H I K L M (Dia.)

4426-2
in. 5.88 1.00 0.52 3.50 1.187 0.125 0.375 0.25 0.50 0.50 0.26 0.14

mm 149.35 25.40 13.21 88.90 30.150 3.175 9.525 6.35 12.70 12.70 6.60 3.56

Notes:
Dimensions are nominal and for reference only. Allow .020 for sealant build up per surface. Contact the factory for detailed specifications and
outline drawing.
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SMA (F) 2-Way/4-Way/8-Way 0.5 to 18 GHz 30 Watt (Ultra-Broadband)

Outline Drawings For Models : 4426-4

Units A B C D E F G H I K L M (Dia.)

4426-4
in. 6.24 2.95 0.52 3.75 1.37 0.13 0.38 0.25 0.50 1.48 0.26 0.14

mm 158.50 74.93 13.21 95.25 34.80 3.30 9.65 6.35 12.70 37.59 6.60 3.56

Notes:
Dimensions are nominal and for reference only. Allow .020 for sealant build up per surface. Contact the factory for detailed specifications and
outline drawing.
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SMA (F) 2-Way/4-Way/8-Way 0.5 to 18 GHz 30 Watt (Ultra-Broadband)

Outline Drawings For Models : 4426-8

Units A B C D E F G H I J K L M (Dia.)

4426-8
in. 6.38 6.00 0.52 4.00 1.19 0.13 0.38 0.13 0.50 1.67 3.00 0.26 0.14

mm 162.05 152.40 13.21 101.60 30.23 3.30 9.65 3.30 12.70 42.42 76.20 6.60 3.56

Notes:
Dimensions are nominal and for reference only. Allow .020 for sealant build up per surface. Contact the factory for detailed specifications and
outline drawing.
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