
SMA Female DC to 18 GHz, 0 to 69 dB in 1 and 10dB Increment

Features
▪ Broadband DC-18 GHz
▪ Small Size
▪ Precision Construction/High Reliability
▪ Precision 1 and 10 dB steps, to 69 dB
▪ Panel Mount or Stand Alone (See note A)

Models
▪ 4745-69

Model 4745-69
Low Frequency (GHz) DC
High Frequency (GHz) 18.0

Attenuation Range 0-69 dB in 1 dB and 10 dB steps
Step 1 Deviation (0dB) 1.0

Steps 1-9 Deviation (1-9dB) +/- 0.5
Step 10-19 Deviation (10-19dB) +/- 1.0
Step 20-29 Deviation (20-29dB) +/- 1.4
Step 30-39 Deviation (30-39dB) +/- 1.2
Step 40-49 Deviation (40-49dB) +/- 1.5
Step 50-59 Deviation (50-59dB) +/- 1.9
Step 60-69 Deviation (60-69dB) +/- 2.0

Resettability per Drum (dB) < 0.05
VSWR (max) 1.50

Impedance (Ohms) 50
Temperature Stability (dB / dB / Deg Celcius) 0.0001

Average Power (W) 2
Power Peak (kW at duty of cycle of 0.0001) 0.2

Connector Type Type SMA Female
Special Notes: A , B

Special Notes:
A: A list of materials supplied, and installation instructions for rack mounting brackets for rack mounting kit (purchased separately) Part
Number 43017200 appears at the end of the step attenuators section (after Model series 745 and 4745). The typical cutout for each
attenuator type for the rack mount configuration appears with the outline drawings that follow.
B: Rack Mounting Kit accommodates all attenuator series housings.
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SMA Female DC to 18 GHz, 0 to 69 dB in 1 and 10dB Increment

Outline Drawings For Models : 4745-69

Units A B C D G H L

4745-69
in. 2.250 1.875 1.750 1.437 0.437 0.938 0.312

mm 57.150 47.625 44.450 36.500 11.100 23.825 7.925

Notes:
Unless otherwise specified dimensions are max. and for reference only. Connectors are made without interference per MIL-STD-348. Contact the
factory for detailed specifications and outline drawing.

Unless otherwise specified dimensions are max. and for reference only.
*Requires Mounting Kit, Part No. 43017200.
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