Specifications

0.20~30.0kV

Positive or negative

10M Q{53 M Q for combination with TC-815D(F} discharge gun)

Air discharge and coniact discharge

Level setting 1.2,3,4

Discharge interval 0.05 ~4800.05

No. of fimes of discharge {1~60000 timeas

Discharge inferval 0.05 ~600.03

No. of fimes of discharge |1~40000 times

Setling storage function  [Up to 10 condilions storable
Starting voltage +0.20~30.0kV

Ending voliage +0.20~30.0kV

Step voltage 0.00~30.0kV

Discharge intervai 0.05 ~600.0 5

No. of times of discharge [1~40000 times

Setting storage function  {Up to 10 conditions storable
|Voltage setting *+0.20~30.0kV

Discharge interval 0.05 ~400.0§

|No. of times of discharge

1~60000 times

No. of steps

30 steps maximum

{No. of programs

Up fo 50 conditions storable

No. of program uniis

Up to 100 conditions can be set.

LCD with back light

|English or Japanese

|Ten-key pad , Rotary conirol, Function keys

esUpper limit voltage setting function
eTrigger switch seleci function eAufc stop function

Year, month, day, hour, minuete (Batftery backup)

Clock work, contents of each setting and last operation display are
backed up for more than 3 months with battery fult charged.

eWarning light connecting I/F  eElimination probe connecting I/F
eExternal frigger input |/F

Indication range: -10~50°C  Accuracy: =2°C (0~40°C)

Indicatfion range: 0~100% Accuracy: *10% {10~9%0%)

Conforming to simple CENTRONIX I/F

e Currently applied voltage/ Cumrent date/ Current temp. and
humidity
e Contents of various sattings

100~240V AC

50/60 Hz

15~35C

25~75% [No dewing shall occur.)

300{W) X 160{H) X 430(D)

Approx. 2.5 kG

75{W) X 220{H) X 255 (D)

Approx. 0.9 kG




