
 
Specifications

MODEL 3310C 3311C 3312C 3314C 3315C

INPUT RATING

Power 150W 300W 300W 200W 75W

Current 30A 60A 10A 5A 15A

Voltage 60V 60V 250V 500V 60V

CC MODE Accuracy: 0.2% of (setting + range)

 

Range 0.1067 - 2 - 
7.5K

0.0533 - 1 - 
3.75K

1.333 - 25 - 
18.75K

5.333 - 100 - 
18.75K 0.213 - 4 - 15K

Resolution 0.533m / 0.133mS 0.266m / 0.266mS 6.666m / 0.053mS 26.66m / 13.333uS 1.066m / 66.666uS

CV MODE Accuracy: 0.1% of ( setting + range ) 

Range 0-60V 0-60V 0-250V
NO

0-60V

Resolution 0.016V 0.016V 0.0666V 0.016V

CP MODE Accuracy: 0.5% of (setting + range) 

Range 0-150W 0-300W 0-300W 0-200W 0-75W

Resolution 0.04W 0.08W 0.08W 0.0533W 0.02W

DYNAMIC 
MODE THIGH / TLOW: 50uSec TO 9.999 Sec 

Rise/Fall 2.0-125mA Sec 4-250mA / u Sec 0.8-50mA / u Sec 0.4-25mA / u Sec 1.0-62.5mA / u Sec

Slew Rate
20mA - 1.25A / u 

Sec 40mA - 2.5A / u Sec 8mA - 0.5A / u Sec 4mA - 0.25A / u Sec
10mA - 0.625A / u 

Sec

4 1/2 DVM Accuracy: 0.05% of ( reading + range ) 

Range 15v / 60v 15V / 60V 30V / 300V 60V / 600V 15V / 60V

Resolution 1mV / 2mV 1mV / 2mV 1mV / 10mV 1mV / 20mV 1mV / 2mV

4 1/2 DAM Accuracy: 0.2% of ( reading + range )

Range  3A / 30A 6A / 60A 1A / 10A 0.5A / 5A 1.5A / 15A

Resolution 1mA 1mA / 2mA 0.1mA / 1mA 0.1mA / 1mA 0.1mA / 1mA

Load ON Voltage 0.1-25V 

0-25V 

0.2-50V 0.4-100V 0.1-25V

Load OFF 
Voltage 0-50V 0-100V 0-25V

I monitor 3A / V 6A / V 1A / V 0.5A / V 1.5A / V

General Accessoriec

 Mainframe : 3300A for Manual and Remote.

 

3300C for Manual and Remote. 

3302C for Manual and Remote. 

 BNC-Clip cable 1pc.

 Banana Plug 2pcs.

 Hook terminal 2pcs.

 Cooling : Advanced Fan Cooled.  Operation Manual 1pc.

 Weight : 3.5 Kg/Module.

 

 Dimension : 108W x 143H x 405D mm.

 



Options

 
Power supply testing Fixture For PC power supply testing


