Case Size: 54" x7"x 3% " - Weight: 3 Pounds

The Adjust-A-View handle can also support the meter in a sloping position for viewing.

Simpson 260-SR Specifications
DC VOLTAGE
Ranges 250mV, 1V, 2.5V, 10V ,25V, 50V, 250V, 500V, 1000V
Accuracy 2% of full scale * Sensitivity 20K per volt
AC VOLTAGE
Ranges 2.5V, 10V, 25V, 50V, 250V, 500V, 1000V
Accuracy 3% of full scale * Sensitivity 5K per volt
Rated Circuit-To-Ground Voltage 1000V (AC or DC) max.
DECIBEL
5 Ranges -20 to +50dB * Reference 0dB= TmW info 600Q
DC CURRENT
Ranges S50pA, TmA, 10mA, I00mA, 500mA, 10A
Accuracy 1.5% full scale 50OuA, 2.0% of full scale, all other
Voltage Drop: (Nominal) 250mV on 50uA , TmA; 255mV on 10mA , 10A; 300mV on 100mA, 500mV on 500mA
RESISTANCE
Ranges Rx 1, Rx 100, Rx 10K
Accuracy 2.5° of arc on Rx1, 2.0° of arc on other

Maximum Indication 0-2KQ, 0-200Q, 0-20MQ



