Specifications

CPU

Physical

This appendix lists various module specifications of the GPIB-VXI/C,
such as physical dimensions and power requirements.

MIiCIOPIOCESSOL .c..eenveuieieeerenieniieieeieenees 16-MHz 68070
Coprocessor (optional).........cceceerueenenenns 16-MHz 68882
RAM. ..., 4 MB (configured to use 512 KB)

C-size VXIbus board
Slot requIrements ........coeeeverveeveenueneennenne 1 slot

Local bus keying ..........ccccccevveciineennnne. Class 1, TTL

Front panel indicators

SYSFAIL ...ccoviiiiniiinicicneenenene red
FAILED ...ccoooiiiiieeceeeeeee red
TEST ..o green
ON LINE.....cccoiiiiiiinieccee green
ACCESS ..ot yellow

Front panel connectors

e RS-232

« GPIB

e Trigger input

e Trigger output

e External 10-MHz clock

Reset pushbutton
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Power Requirements

Source Typical Direct Current (max) Dynamic Current (max)
+5.0 VDC TBD TBD Not Available
+12.0 VDC TBD TBD Not Available
—12.0 VDC TBD TBD Not Available
—=5.2VDC TBD TBD Not Available
—2.0 VDC TBD TBD Not Available

Cooling Requirements

Power dissipation, maX........ccecceevveeueenne TBD

Operating Environment
Temperature.........c.ccevereeveenereeneneenienne 0to55°C

Relative humidity ......ccccocevverenencniecenens 0 to 95%, noncondensing

Storage Environment

TemPerature.........ccceeeereeveneeeeneeeeneenne —40to 125 °C
Relative humidity ........ccoceevvverviienienenne 0 to 100%, noncondensing
EMI
FCC. .o Class A verified
Functionality
IEEE-488
Capability Code Description
SH1 Source Handshake
AH1 Acceptor Handshake
T5, TES Talker, Extended Talker
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Appendix C Specifications

Capability Code Description
L3, LE3 Listener, Extended Listener
SR1 Service Request
DC1 Device Clear
DT1 Device Trigger
RLO Remote Local
PPO Parallel Poll
VXlbus Master/Slave
* Al16/A24 Addressing
e A32 Addressing (slave only)
¢ DO8(EO)/D16 Data Paths
¢ Read-Modify-Write
VXlbus

L]

VXIbus System Specification Compatible

Multimainframe Resource Manager (defeatable)

Slot 0 Support (defeatable)

Message-Based Commander and Servant

Dynamically Configurable

Programmable Handler (any three of seven levels)
Trigger Source/Acceptor (SYNC, SEMI-SYNC, ASYNC, STST

protocols)

External Trigger I/O Support
External CLK10 I/O Support
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