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1.5 SPECIFICATIONS

TEST CAPABILITY
Primary Channel

AMT/RACY 511 or 2047 Pseudo-random Words
XMT/ACV 511 or 2047 QRS at 56 Kb/s Data Rate
XMT/ACY Pattern Sensitive Sequences

Display Bit Errors

Display Errored Seconds

Display % Error Free Seconds

Display Bit Error Rate

Secondary Channel {Simultaneaus with Primary)

XMT 511 or 2047 Pseudo-random Words
RCV 511 or 2047 Pseudo-randam Words
Display Bit Errors

Display Errored Seconds

Display % Errar Free Seconds

Display Bit Error Rate

Self Test

Extended Range/Normal Range Selectian
Narmal Range {Ext Aange OFF)
Receiver sensitivity is -36 dB at all rates
Extended Range (Ext Range ON)
Receiver sensitivity is:
2.4 10 38.4 Kbps = -34 dB
56 and 64 Kbps = -45 4B

NETWORK CODE COMPATIBILITY

DSU Loopback
ZSU Loopback
CSU Latching Loopback
DSU Latching Loopback

DATA BATES SUPPORTED
2.4,4.8,9.6,19.2, 384, 56, and 64 Kbps
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CONTROLS
Data Rate Select
Auto Setup Pushbutton
Secondary Channel On/Oft Pushbutton
Manual CSU Loopback Select
Manual DSV Loopback Select

Test Patteam Select
51172047 1 215-1 72291 7 2831 PTN1/PTN2/
PTN3 /PTN4 / PTN5 / 0's
Results Select
8E / ES / %EFS / PRI BEA / SEC BER

Test Start / Stop
-3db Loss Switch

Scroll Select
Ext Range On 7 Off
Backlight On 7 Off
Local Clock On / Off
Timer (Elapsed Time Display Limit=100 Hrs)
Test Duraticn {Default=Continuous)
Insert 6 Errors
Test Status
Perm RTS
Auto Shut Cff
4-Wire 3W-56 {optional)
V.54 Loopback
Sonalert On 7 Off
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DISPLAYS
Test
Primary Channel Test Aesulls
Secondary Channel! Test Hasults
dB Level
Low Battery
Data Rate Selected

Received Signal
Pri Chan
Sec Chan
No Signal
Byte Pattern

Setup
Auto Setup
CSU Loopback
DSU Loopback

POWER

Battery Pack (8-Call NiCAD Custom Pack)
Battery Life = Approx. 8 Hrs
Battery Recharge = 12 to 14 hours
Recharge at least once every 2 months

AC Adapter
(120VAC, to 12VDC, 500mA)

ENVIRONMENTAL
OPERATING TEMP = 0°C to 50°C
STORAGE TEMP = -20°C to 70°C
PHYSICAL
Portable w/ Hinged Lid
815"H x 512"W x 412"D
4 Ibs.
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