GENERAL SPECIFICATIONS

Mounting Holes

Temperature Coefficient:

Operating Temperature:

Stoarage Temperature:
Warm Up Period:
Set-up Parameters:

Calibration:

Dimensions:

Weight:
Laser Source:

Display:
Display Resolution (selectable):
Scan Rate:

Operator Conkrols:

Power Requirements (specify):

apecifications

Two (2) mounting holes at passline
location; 1/4 in. x 20 pitch/in. (U.S.) or
M6 (all others)

<0.000004 in./°F (€0.2um/°C)

40 to 92°F (5 to 33°C) at <90% relative
humidity

-4 to 140°F (-20 to 60°C)
45 minutes
Non-Volatile Memory (NVM)

Factory standard calibration
User remastering procedures

(HWD)
9-1/2x 24-1/2 x 8-5/8 inches

(2413 x 622.3 x 219.1 mm)
26 lbs.(11.7 kgs.)
HeNe gas laser; <1 mw output

7-digit alphanumeric
liquid crystal

0.001 - 0.00001 inch
(0.01 - 0.0001 mim)

120 per sec. (at 60Hz)
100 per sec. (at 50Hz)

Soft touch keypad

100 VAC (-10% to +5%), 50 Hz (£2 Hz)
100 VAC (-10% to +5%), 60 Hz (+2 Hz)
115 VAC (-10% to +5%), 60 Hz (2 Hz)
220 VAC (-10% to +5%), 50 Hz (+2 Hz)
240 VAC (-10% to +5%), S0 Hz (2 Hz)
100 Watts total power
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120U Series Bench Lauges
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Available Options:

I/O Accessories:

Standards and Fixtures:

Second RS-232C Interface (Model 1221)
Chart Recorder Output (Model 1222)
Solid State Relay Output (Model 1223)

Transparent Object Measurement
(Model 1224)

80-Column Digital Printer (Model 3020)
24-Column Printer {Model 3022)
Solid State Relays (Model 3230)

Solid State Relay/Visual Alarm Panel
(Model 3233)

Remote Footswitch (Model 3235)

Remate Display (Model 3037)

1201B Class XXX Inch Master Pin Gauge
Set (Model 3042)

12018 Class XXX Metric Master Pin
Gauge Set (Model 3043) a»

1202B Class XXX Inch Master Pin Gauge
Set (Model 3048)

1202B Class XXX Metric Master Pin
Gauge Set (Model 3049)

Universal Slide Fixture (Model 3250)
Universal V-Block (Model 3251)
Adjustable V-Block (Model 3252A)
Adjustable Centers Fixture (Model3253)

Modular V-Block {(Model 3257)



Standards and Fixtures (continued):

Supplies:

Specifications

Flat Test Fixture (Model 3258)
Insulated Base Support (Model 3259)

Adjustable Live Center Fixture (Model
3260)

Concentricity Fixture (Mode] 3261)
Reference Edge (Mofel 3262)

Leadscrew Positioner with DRO (Madel
3263)

Foreign Language Legends (Model 3283)
Operator Maintenance Kit (Model 3290)
Carrying Case (Model 3292)

Anti-Static Dust Cover (Model 3293)
Metric Datum Plate (Model 3294)

Extended Warranty Program (Model
3296)

Certificate of Compliance (Model 3299)



