TENULINE®
RF COAXIAL ATTENUATORS

Dry Dielectric
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50-A SERIES*

0°C

Weight: 1.25 Ibs. (0.57 kg)

ACCURACY

dB Accuracy + dB “XX”
Atten DC-1 GHz 1-2.4 GHz Valuve
1 0.3 0.5 01
2 0.3 0.5 02
3 0.3 0.5 03
6 0.4 0.6 06
10 0.4 0.8 10
20 0.5 1.0 20
30 0.8 13 30

75-A SERIES*

Operating Position: Vertical
Coolant: Dry (convection cooled)
Finish: Black Anodized.

Silver or Tri-alloy plated connectors
Nominal Size: (with N-type connectors):

7.3" Hx 2.3" Dia., (185.5 mm x 58.5 mm)
Weight: 1.6 Ibs. (0.73 kq)

100-A SERIES*

Operating Position: Vertical

Coolant: Dry (convection cooled)

Finish: Black semigloss paint per federal
standard 595. Silver or Tri-alloy
plated connectors

Nominal Size: (with N-type connectors):
6.4" Hx 2.6" Wx6.8"D,

(162.6 mm x 66.1 mm x 172.8 mm)

0°C to +40°C Weight: 4.3 Ibs. (1.95 kg)

8343 SERIES

Weight: 44 oz. (1.25 g)

ACCURACY

dB Accuracy = dB and VSWR
Model  Atten DC-0.5GHz  0.5-1 GHz

8343-030 3 05dB,1.20 0.9dB, 125
8343-060 6 0.5dB,1.20 0.9dB, 125
8343-100 10 0.5dB, 1.15 0.9dB, 1.20
8343-200 20 0.5dB,1.15 0.9dB, 1.20

*See page 54 for a Model Number Definition that instructs you how to order the correct part.
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