
DESCRIPTION:
Series AM cellular amplifiers are available for operating 

frequencies from 800 to 3000 MHz and output power 

from 10 to 50 W at 1 dB compression. Their design 

utilizes the most advanced state-of-the-art technologies in

RF/microwave power, including combination techniques 

and component selection of FET and bipolar transistors. 

Input Overdrive ............................10 dB above 1 dB compression
RF Input Signals ............................CW, FM, AM, and pulse/phase

modulation
RF Input Level ...............................0 to -5dbm typical for rated

power output
Small Signal Gain Flatness:

• AM88258 & AM8829 .............±2.0 dB
• AM178238 & AM17839 .........±1.0 dB

Noise Figure .................................10 dB Typical
Harmonics ....................................-20 dBc
Spurious Signals ...........................-60 dBc
Input VSWR ..................................2:1
Load VSWR ..................................Open or short-circuit proof,

unconditionally stable
RF Connector In/Out .....................SMA female
DC Input:.......................................15 ± 0.1 VDC

ELECTRICAL

800-2500 MHz 10 Watts

Series AM Wireless

1.7-3 GHz 10 Watts

F1 = 1,200 MHz   F2 = 1,200.1 MHz

Pout (PEP) in W
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TYPICAL INTERMODULATION DISTORTION DATA 
800-2000 MHz, 100 W AMPLIFIER

(Series AM/AR Cellular)
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Specifications are subject to change without notice.
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Frequency Power
Model No. Range Output Dimensions

(MHz) (W @1dB) (h x w x l)

AM88258-10 800-2500 10 1.06 x 6.24 x 9.38
2.79 x14.98 x 23.87

AM88258-30 800-2500 30 Contact Factory

AM88258-60 800-2500 60 Contact Factory

AM178238-10 1700-2300 10 1.1 x 3.4 x 10.7
2.79 x 8.64 x 27.18

AM178238-30 1700-2300 30 1.1 x 7.2 x 9.9
2.79 x 18.29 x 25.12

AM8829-10 800-2000 10 1.1 x 3.4 x 10.7
2.79 x 8.64 x 27.18

AM8829-30 800-2000 30 1.1 x 7.2 x 9.9
2.79 x 18.29 x 25.12

AM8829-50 800-2000 50 1.1 x 7.4 x 14.3
2.79 x 18.79x 36.32

AM17839-10 1700-3000 10 1.1 x 3.35 x13.25
2.79 x 8.51 x 33.66

AM17839-30 1700-3000 30 1.06 x 7.12 x 9.875
2.79 x 18.08 x 25.08

WIRELESS BAND LINEAR AMPLIFIERS

• Greater Gain • Other Frequency Ranges
• High Power Output • Custom Specifications 

AVAILABLE OPTIONS

™ www.comtechpst .com

For Environmental Specifications, see Page 18, Table 1.
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