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603L Specifications

Class of Operation

Frequency Range - Instantaneous
Rated Linear Power Output
Harmonic Distortion (3W)

Third Order IM Intercept Point
Small Signal Gain

Small Signal Gain Flatness
Noise Figure

Input VSWR

Output VSWR

Load/Source Impedance
& VSWR For Ratings

Safe Load VSWR/Mismatch Limit
Input Overdrive Limit

RF Stability

Spurious Output

Primary AC Power Input

Operating Temperature
Cooling System

Size* (HxWxD) & Weight

Rack Mounting

Front Panel

RF Connectors

Class A

0.8 to 1000MHz

3.0W, minimum

-18dBc¢ minimum; -20dBc typical
+45dBm, typical

37dB minimum; 40dB nominal
*1.5dB maximum

10dB maximum

2.5:1 maximum

3:1 typical

50€2 nominal at 1.1:1 VSWR maximum

Unlimited at any phase (within performance ratings)
+13dBm or 1 Vrms maximum
Unconditional (within performance ratings)

-60dBc minimum

Voltage: 100-115/200/230 VAC 8%
Frequency: 50-60Hz

Power: 70W nominal

0°to45° C

Forced air

3.5x 7.7 x 15.5" nominal, 10 Ibs nominal
(89 x19.6 x 394 cm, 4.5 kg nominal)
* exclusive of handles, connectors & feet

19-inch adaptors provided

Controls: AC Power On/Off
Indicators: AC Power On
Connectors: RF Input, RF Output
Type 'BNC’
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