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Fluke 27 Extra Rugged

Analog/Digital Multimeter

Precision Performance ° _
in Rugged Handheld Design

The Fluke 27 combines accurate digital and

Moots Military Shock, Vibeation and Water Resistance Requirements
Min/Max Relative Mode
Audible Continuity/Diode Test

analog measurement capability with extreme
and durability. It is totally sealed,
ﬁ:}nmams chemicals accidentl d d::ps 220 ot il gy
and severe electrical overloads. Analog Bar Grapty 3l snalog ber graph
Past Auto and Manual Ranging :
Touch Hold®
' v 270 - : o Rugged. O-Ring Sealed Case and sealed battery/fuse door
bl x | IEC 10101 Operates from -15°C to +55°C and 95% Relative Humidity
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Lifetime
Warranty!

Function Range & Resolution | Best Accuracy

vDC 320.0 mV, 3.200V, 32.00V, 2{0.1% +1)
320.0V, 1000V I

VAC 320.0 mV, 3.200V, 32.00V, 1{0.5% +3)
320.0v, 1000V

ADC 320.0 pA, 3.200 mA, 32.00 mA, +(0.75% +2)
320.0 mA, 10A

AAC 320.0 pA, 3.200 mA, 32.00 mA, H1.0% +2)
320.0 mA, 10A

Resistance 3204, 3.200 k2, 32.00 k€. 320.0 +{0.2% +1)
ki2, 3.200 Mf2, 32.00 MQ

Conductance 32.00 ns (2% +10)

Battery life: Typically more than 1000 hours (alkaline)

8060A and 8062A
Digital Multimeters

Fluke’s 8060A and 8062A
4'%-digit DMMs offer more
measurement capabilities
than many bench/portable
models. Well suited for
engineers and technicians
working in audio, video,
telecommunications, or com-
puter technology, both
meters combine precision
and accuracy with a wealth
of features to fit nearly
every application.
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Size: 203 mm L x 95 mm W x 56 mm D (8" L x 3.75" W x 2.2" D) Weight: 0.75 kg (1.6 Ib)

Lifetime warranty

8060A 8062A
20,000~Count Resolution ® [)
True-rms AC Measurements Voltages to 100 kHz Voltages to 30 kHx
Basic DC Accuracy 0.04% 0.00%
Prequency Counter [ ]
dBm or Relative dB ° ”
Relative Reference (Oftset) ® °
Audibte/Visual Continuity Test ° 0 |

0,000 Co

Best Accuracy

8060A 8062A

vDC 200 mV - 1000V 1{0.04% +2} Tuasrw re) 10 uv
VAC (True-rme, AC Coupled} | 200 mV - 1000V {0.2% +12) ${0.8% +12) 10V
dBm, 600w Reference -50 - +52 dBm ${0.15 dB) N/A 001 d8
ADC 200 pA - 2000 mA ${0.2% +2) +{0.3% +2) 0.01 pA
AAC (True-rms) 200 pA - 2000 mA +{0.75% +10) 40.75% +10} 0.0l pA
Resistance 200 Q - 300 MQ +{0.07% +2) {0.1% +2) 0.01Q
Frequency {8060A only) 200 Hz - 200 kHz +{0.08% +1) N/A 0.01 Hx
12 Hz to >200 kHz
Conductance 2000 ns [equivalent to | +{0.5% +20) N/A 0.0l ns d
(8060A only) 500 kQ) {equivalent
to 10,000 MQ) )
*Except in frequency & dBm
Battery life: 170 hours typical {9V alkaline)
Size: 180 mm Lx 86 mm W x 45 mm D (71" L x 3.4" W x 1.8" D) Weight: 0.41 kg {0.90 b}
One ysar warranty




