Specifications

This section lists the complete 16338A specifications. These specifications are the performance
standards and limits against which the 16338A is tested. When shipped from the factory, the
16338A meets the following specifications:

Common Specifications for the 16005B, C, D, 16006A, 16007A, B, and
16143B

Operating TemMPeTatUIe ... ...t ettt e e e e e 0 to 55°C
Operating Humidity ... <95% RH (@40°C)
Non-operating Temperature ... ..........o.oiuiuiuim e —40 to 70 °C
Non-operating Humidity ... <95% RH (@40°C)

Specifications of the 160058

Applicable INSIrUMENTt ... ...ttt e 4328A and 4338A
GADIETEIEEIL .. ... vvev v wesiemmanmress s =i 207 e pibed bl 9700 B0 0E B B5 408 S8,50, SRSFUERRTNEES & F TEOHERERT 40 cm
WBTEHL, . ocemommmmnnns e 50 nip petsesesmsectn mimemms mdbwie e 4 8 S e 3,55 08 S5 56 3 30,00 SHORETN O 0 1S SNERFas 40 g

Specifications of the 16005C, D

Appleable: INSEUIMEHTE o oou oo oo v s v o o s b s st 5 20E 55 v 4328A and 4338A
CADTBLSITEENE « o: o s somomramemnein w0 i 8 SeavEERE R R T TR PSSR AR KU 656 VIS 40 cm
WOTEIED. o mororsmmmmmrane som 606 s vamavnmsisssuoro assi wih % 656 7o, 40073 S0MTATR S50 875 76 50 3% LR GL 18T W58 550 A 20 g

Specifications of the 16006A

Applicable INSIFUMENL ... .ooot e 4328A and 4338A
Cable Lenglh . 40 cm
MURREREIER, 1.« s v st e o, et o R 1o, e e e 5 0 AR 15 g

Specifications of the 16007A, B

Applicable INSITUIETL sue s m i ammmememame To & sy e s w5 /w 5 i o5 s 4328A and 4338A
CAbIEILENBEN ; o5 sios s varmnamons 0 o 1 o0 LT RREIAS 0 T0 C e T SR 8 VG S R SR R 40 em
WEIHHE. covnndnsss s 0 o B0aE sEwss BLnt 5 i 95 i Seaieaens s o6 v FIA ww s s RTRaTis 5 K58 B VR 20 g

Specifications for the 16143B

Applicable INSIFUMENT .. ... oo e e e 4338A
Cable Length .. .. oo 60 ecm
Weight ..o e e e e s 220 g
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