Model 4191 A Section IV
Table 4-]
Table 4-1. Recommended Test Equipment.
Equipment Critical Specifications Recommended Model | Use
Frequency Counter Frequency: | GHz
Sensitivity: —35dBm HP 5340A P A
Accuracy : <1 x 1077
Attenuator 10dB to | GHz, 3082 HP 8491 A P A
Cable N type connector cable HP 11500B P A
Cable BNC to dual alligator clip cable A
Terminal Converter N type female to APC-7 HP 11524A P A
Terminal Converter SMC female to N type female hp- 1250 — 1153 A
RF Power Meter Frequency: | GHz
Sensitivity: —20 to 0dBm fs. HP 436A P A
Accuracy : £0.5dB
Power Sensor 1uW min. to 1 GHz, 508 HP 84824 P A
Digital Multimeter DC Voltage Range: ImV to 100V P A
Resistance Range : 1008 f.s. min HP 3455 A T
Voltage Accuracy : 0.01%
Test Leads Dual banana to alligator clip leads HP 1 1002A AT
Test cable BNC to dual banana plug cable HP 11001A P
Terminal Convertor APC-7 ta BNC female P
Spectrum Analyzer Frequency Range: |MHz to | GHz HP 141T
Resolution : 100 Hz w/8554B P A
Dynamic Range : > —-90dB w/B5528B
Oscilloscope B&n:?v:fu_ith : IUU?wIHr:-: HP 1740A AT
Sensitivity © 5mV min.
Probe 10M2, 10: 1 HP 10006D AT
. )
DC Power Supply Output 'antagc_ OV to 20V HP 6334B AT
Resplution : 0.01V
Thermometer lemperature Rajlgc: 15°C to 30°C HP 2802 A &
Accuracy . =0.5°C
Probe Thermister Sensor HP 18641 A A
Reference Terminations 0o
500 HP 16342A
(Calibration Equip- P A
08 (==02) ment Kit)

Coaxial Capacitor (318pF at 10MHz)

Reference Air Line

20cm long (HP 11567A calibrated)




