E-Field Generators. For Uniformity

Our Original Wideband:
AT3000

10 kHz To 30 MHz » 1000 V/m Between The Elements.

his 10 kHz-to-30 MH:z
radiator uses low inducrance,
high-power internal load
resistors to terminate RF power,
and offers well-marched input
VEWER. Also incorporated
mto the AT3000's design is a
broadband transtormer that
helps merease ourpur volrage.
With optional forced-air
cooling, the AT3000 can
handle power levels up o
3000 watts.
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POWER INPUT (WATTS]
SPECIFICATIONS
GFEHAﬂNCﬂfIEE l:n_'lax_.:l__ )
Without ' With
| Torced-sir cooling lotopd-airconliniy
POWER DUTY CYCLE | "ON"TIME | DUTY CYCLE | “ON"TIME
(watts) | (percent) | (minutes) | (percent) | (minutes)
o0 | 100 ool 190 |conkinuous
| 1800 | s | 7 | 1o continuous
000 | 25 | 3 | 100 |oonfinuous
3000 Do ot Lse _ 50 [

Fraguency range

Impedance . .
Electric figld intensity | . Upto 1000 valts'matar
Connector .

Size (wx hxd)
Weight {maximum) .
Muunting

e .10 kHz-30 MHz
... B0 ohms, VSWH 2.5:1 max.

it e oo Type G lemale

188 x T2 x T om (74 X 28
.16 kg {35 Ib)

Opticnz! fripod available

sae graph

3x28in)

Evolved Design.

AT3100

10 kHz To 100 MHz.
To 300 V/m Between The Elements.

We rethoughr the folded dipole and
came up with this new patenred
extended-bandwidch E-field generator,
oftering excellent spatial and specrral
field uniforminy within the defined
Lest zore.

Two sers of elements accommodate
a range of EUT sizes. Change them
simply using specially designed
quick-disconnect clamps, Support
this insrrument on an AR rripod
{sce page 9.

SPECIFICATIONS

Frequency FAnge .. ... 10 KHZ-100 MHz
Impedance. ..o 50 OhME Samingl
IMELUE VEWH e 2001 MR,
Poeeer mput (ow, maximum} ..., 300 wasts
Electric figld Intenzity ....oooovvoee e 588 raphs

Uriferr fiald area

Between Type A elements ... 36 36 % 45 cm
(1d x 14 % 18 in,|

4B X 46 % 38 cm
(18 % 16x 1£n.}

Field uniformity ... - =3 dB
Carnector™ s e M lemale

et 10 02 x 41 ©M
4T 40 8 16 i) max

Waigal (rraimumm) e T3 kD RS )
LeBceepts tripod threaded
114920 stud on thres faces

Beiwazen Type B elements

Sizefwahxd ...

MIOURERG ot e

lootionz] trood available)

“Adapter M) MIFT included,




