
Product Description: 

Agilent 8921D Dual-Mode Cellular Mobile Test System 

Reduced Maintenenace Time 
Ana&Dig test Capabilities 
Ease set-up w/ graph displays 
Pi/4 DQPSK signal gen&analysis 

Performance Characteristics of the 8921D 

Form Factor Benchtop 

RF Communication Tester Type Base Station 

AMPS Communication Standard Yes 

CCITT Communication Standard No 

CDMA Communication Standard Option 

CT3 Communication Standard No 

DCS1800 Communication Standard No 

DECT Communication Standard No 

DMCA Communication Standard No 

EAMPS Communication Standard Option 

ETACS Communication Standard Option 

FDMA Communication Standard No 

GSM900 Communication Standard No 

GSM1800 Communication Standard No 

GSM1900 Communication Standard No 

JTACS Communication Standard Option 

NADC Communication Standard No 

NAMPS Communication Standard Option 

NMT450 Communication Standard Option 

NMT900 Communication Standard Option 

NTACS Communication Standard Option 

PCS1900 Communication Standard No 

PDC Communication Standard No 

PHS Communication Standard No 

TACS Communication Standard Yes 

TDMA Communication Standard Option 

Trunking Communication Standard No 

Signal Generator Minimum Frequency 0 Hz 

Signal Generator Maximum Frequency 1 GHz 

Signal Generator Modulation FM 

Signal Generator Resolution 1 Hz 

Spectrum Analyzer Minimum Frequency 20 Hz 

Spectrum Analyzer Maximum Frequency 1000 MHz 

Tracking Generator Minimum Frequency 400 kHz 



Programmability/Connectivity of the 8921D 

8921D Life Cycle Data 

8921D Compliance 

8921D Power Requirements 

8921D Physical Dimensions 

Width: 330 mm(12.99 in)  
Height: 260 mm(10.23 in)  
Length: 456 mm(17.95 in)  
Weight: 20.9 kg(46.07 lb)  

Options for 8921D 

Tracking Generator Maximum Frequency 1000 MHz 

Oscilloscope Maximum Frequency 50 kHz 

Voltmeter Maximum DC Voltage 42 V 

Voltmeter Maximum AC Voltage 30 Vrms 

Voltmeter Maximum AC Frequency 15 kHz 

SINAD/Distortion Meter Minimum Frequency 0 Hz 

SINAD/Distortion Meter Maximum Frequency 1 kHz 

User Interface Proprietary 

Ports to Peripheral Devices HPIB,RS232 

Out of Production Mar-01-1996 

Out of Support Mar-01-2001 

CE Compliance Not on file 

UL Compliance Not compliant 

Input Power Universal (Auto Sense and Switch) 

Option US List Price

020 / Radio Interface Adapter Discontinued 

042 / Ericcson PCM Reference Discontinued 

1CM / Rackmount Kit Discontinued 

R11 / Retrofit kit for Option 011 Discontinued 

R20 / Retrofit kit for HP 8921A/D op Discontinued 

R40 / 4 MB Memory Retrofit Kit Discontinued 

R42 / Retrofit for HP 8921A/D option Discontinued 

R58 / Firmware Upgrade Kit Discontinued 

R98 / Firmware Upgrade Kit Discontinued 


