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Table 1 Agilent 9094 Specifications

Specification Value
Frequency range dcto 18 GHz
Impedance 50 Sl
Connectors Precision 7 mm

Option 012 Type N (m)
Option 013 Type N (f)

Reflection coefficient + 0to 4 GHz: 0.024 (1.05 SWR)
+ 410 12.4 GHz: 0.048 (1.1 SWR)
- 1241018 GHz: 0.11 (1.25 SWR)
Options 012 and 013"
+ 0to4 GHz: 0.029 (1.06 SWR)
+ 410 12.4 GHz: 0.052 (1.11 SWR)
+ 12.4t0 18 GHz: 0.13 (1.30 SWR)

Power rating 2 W average
300 W peak
Weight net 80g (3 0z)
shipping 2008 (8 0z)
Length 51 mm (2 in)

1. Option 012 furnished with Type N (m) connector. Option 013 furnished with Type N (f) connector.

Table 2 Agilent 909D Specifications

Specification Value
Frequency range dc to 26.5 GHz
Impedance 500
Connectors 3.5mm (m)

Option 011 3.5 mm (f)

SWR 1.02: (Standard) dc to 3 GHz, (Option 040) dc to 4 GHz
1.036: (Standard) 3 to 6 GHz, (Option 040) 4 to 6 GHz
1.12: (Standard) 6 to 26.5 GHz, (Option 040) 6 to 26.5 GHz

Power rating 2 W average, 20 °C, 2
100 W peak (10 ps max. pulse width) at 20 °C.

Dimensions 23 mm x 4 mm diameter. (0.9 in x 0.16 in)

1. The typical VSWR is 1.1 at 26.5 GHz. Statistically, 90% of the units produced will meet this
performance.

2. Derated to 1W average at 75 °C.
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Table 3 Environmental Requirements

Parameter Required Values/Ranges

Operating Temperature

Type-N 20° to 26°C (68° to 79°F)
3.5mm 15°t0 35°C (59° to 95°F)
Storage Temperature -40° to +75 °C (-40° to +167 °F)

Altitude
Operation < 4,500 m (15,000 ft)

Storage < 15,000 m (50,000 ft)

Relative humidity Always non-condensing
Operation 0 to 80% (26°C maximum dry bulb)
Storage

Type-N 0to 90%
3.5mm 010 95%
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