98622A GPIO Interface Card

The 98622A General Purpose 1/0Q interface is a flexible parallel 1/0 card t
up to 16 bits of data with a variety of devices. It is an HP-DIO "I/Q

installable.

98622A/Series 300 Support Summary

Min. Hardware

Boot Support
Product Description ROM 310 . 320 ‘B
98622A GPIO interface card Rev. A Yes Yes ¢
Option 001 Unterminated cable NOP Yes Yes ‘
Option 002 | 9885M disc cable NOP | Unsup. | Unsup. | Un
Option 003 | 6940B multiprog. cable | NOP Unsup. | Unsup. | Ur
Option 004 | 9866A/B printer cable NOP | Unsup. | Unsup. | Ur

Boot ROM revision A identifies the 98622A card. The 9885M/S boot cs
rev. A ROM, but has not been tested and is likely to be removed in fut

boot ROMs.

98622A Specification Summary

Data sheet (for complete specs.)

5954-6312

Peripheral connector

Input/output data lines

Handshake, status and control lines
(interface driven—)

(peripheral driven+)

DIN clock source
Interrupt levels

50-pin submin. "D", female

16 DOUT/16 DIN

PCTL—, PFLG+

PSTS+, ST10+, ST11+
CTLO—, CTL1—

PRESET—, EIR+—

register read, PFLG transition (2]
3...6

Driver/receiver levels
Handshake

DMA modes

Logic invert switches for
Jumpers for

PCTL delay

TTL

full or pulse

byte, word, normal, burst
DOUT, DIN, PSTS, PFLG, PCTL
burst DMA, DOUT powerup clea
250 ns, component adjustable

Tvnical output performance (BASIC)

670 Kbytes/sec. burst DMA



