Table 1. 560-7XXX and 5400-71XXX RF Detectors Performance Specifications

Frequency

Model Frequency Range | Impedance Return Loss Input Connector Response

15 dB, <0.04 GHz
560-7A50 0.01 to 18 GHz 50Q 22 dB, <8 GHz GPC-7 +0.5 dB, 18 GHz
17 dB, <18 GHz

15 dB, <0.04 GHz

G 22 dB, <8 GHz =0.5 dB, <18 GHz
560-7N50B 0.01 to 20 GHz 50Q 17 dB, <18 GHz N(m) +1.25 dB, <20 GHz

14 dB, <20 GHz

15 dB, <0.04 GHz

22 dB, <8 GHz +=0.5 dB, <18 GHz
560-7S50B 0.01 to 20 GHz 50Q 17 dB, <18 GHz WSMA(m) +1.25 dB, <20 GHz

14 dB, <20 GHz

15 dB, <0.04 GHz

22 dB, <8 GHz +0.5 dB, <18 GHz
560-7S50-2 0.01 to 26.5 GHz 500 17 dB. <18 GHz WSMAMM) | 125 g8, <26.5 GHz

14 dB, <26.5 GHz
12 dB, <0.04 GHz

22 dB, <8 GHz +0.5 dB, <18 GHz

17 dB, <18 GHz +1.25 dB, <26.5 GHz
560-7K50 0.01 to 40 GHz 500 15 dB, <26.5 GHz K(m) +2.2 dB, <32 GHz

14 dB, <32 GHz 2.5 dB, <40 GHz

13 dB, <40 GHz

12 dB, <0.04 GHz
19 dB. <20 GHz +0.8 dB, <20 GHz

560-7VA50 0.01 to 50 GHz 50Q 15 dB, <40 GHz V(m) fgg gg :gg gﬂ;
10 dB, <50 GHz - ’

5400-71B50 0.001 to 1.5 GHz 50Q 20dB BNC(m) +0.2 dB, <1.5 GHz

5400-71B75 0.001 to 1.5 GHz 75Q 20 dB BNC(m) +0.2 dB, <1.5 GHz
0.2 dB, <1 GHz

5400-7N50 0.001 to 3 GHz 50Q 26 dB N(m) +0.3 dB. <3 GHz
26 dB, <2 GHz +0.2 dB, <1 GHz
5400-71N75 0.001 to 3 GHz 75Q 20 dB, <3 GHz N(m) +0.3 dB, <3 GHz
+0.2 dB, <1 GHz
5400-71N75L* 0.005 to 1.2 GHz 75Q 24 dB N(m) +05 dB. <1.2 GHz
All Models:

Maximum Input Power: 100mW (+20 dBm)

Cable Length: 122 cm (4 ft)

Dimensions: 7.6 x2.9x2.2cm (3 x1-1/8 x 7/8 in.)
Weight: 170g (6 oz)

* The input of the 5400-71N75L is limited to extend the damage level to 1W (+30 dBm)
The limit begins compression at 10 dBm <0.05 GHz, 15 dBm <1 GHz, or 20 dBm <1.2 GHz
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