INTRODUCTION AND SPECIFICATIONS

1-2. SPECIFICATIONS
The specifications for the Tracker 2000 are listed in Table 1-1.

Table 1-1
Tracker 2000 Specifications

ELECTRICAL
Unless otherwise specified, all measurements are within + 5%

Impedance Ranges

Terminal Characteristics:
Range Open Circuit Short Circuit
Voltage (Vp) Current (mAmms)
High 60 ) 0.57
Medium 2 20 0.53
Medium 1 15 8.5
Low 10 132
AutorangingRate . .................... adjustable from 0.3 Hz to 5 Hz
Test Signal
Waveform........................... sine wave
*Frequencies.......................... 50 Hz, 60 Hz, 200 Hz, 400 Hz, 2000 Hz
ACCUTACY. .o v v iin it eseeaaan 1 0.05% (crystal controlled)

* Note: Internal jumpers are used to select 50 or 60 Hz and 200 or 400 Hz

Channels
Number............................. 2
AltermationRate ...................... adjustable from 0.5 Hz to 10 Hz
Overload Protection . .................. V4 Amp type AGC internal fuse

(operator replaceable)
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Table 1-1 (Con’t)
Tracker 2000 Specifications

ELECTRICAL (con't)

Pulse Generator

O adjustable from zero to £ 5 VDC ( £ 20%)
with respect to instrument common

DCmode................ooiiin.... produces positive DC or negative DC

Pulsemode .......................... produces positive pulses, negative
pulses, or both

Frequency ............coooiiiii... same as selected test signal frequency

DutyCycle .........c.ooviiuuniin.... adjustable from ~0% to 50% for each
pulse polarity

Output Impedance. .. .................. 100Q (each output)

Short CircuitCurrent .................. 50mA +20% (each output)

Display

Type oo Monochrome CRT

Size .. ..., 2.8" (7cm) diagonal

Acceleration Potential. . ................ 1320VDC + 20VDC (regulated)

Power Requirements

*ACLine Voltage. ..................... 100VAC, 115VAC, or 230VAC
Frequency ....................c...... 47 Hz - 400 Hz
Power ..., 20 Watts max
LineFuse............................ V4 Amp type AGC

(internal - operator replaceable)

* Note: 115VAC and 230VAC are selectable via an internal switch. 100VAC models
will only work at that voltage.

GENERAL
Size ..o 9"Wx4"Hx11"D
(23cm W x 10cm H x 28cm D)
Weight. ........ ..., 6 Ibs. 8 oz. (3.0 kg)
Shock and Vibration................... will withstand shock and
vibration encountered in commercial
shipping and handling.
ENVIRONMENTAL
Operating Temperature. ... ............. 0°C to +50°C (32°F to 122°F)
Storage Temperature. .................. ~50°C to +60°C (-58°F to +140°F)
Relative Humidity. .................... Oto 70% R.H.
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