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10442A fine pitch probe

10070A rugged probe

Specifications for HP 54600-Series Scope Probes

Probe Bandwidth Division Approx. Input Approx. Rise- Max Scope
Model Ratio length R Input time input Compatibility
Number C dc + peak ac
10070A 20 MHz 111 1.5m 1MQ 70 pF <175ns 400V HP 54600-series
10071A 150 MHz 10:1 1.5m 10MQ 15pF <2.33ns 450V HP 54600/02/03/45B
10073A 500 MHz 10:1 1.5m 1MQ 12 pF <0.7ns 450V HP 54610/15/16B
10074A 150 MHz 10:1 1.5m 10MQ 12 pF <233ns 450V HP 54645A
10442A 1GHz 10:1 2.0m 500 Q 1.2pF <0.35ns nv scopes with 50 € inputs
10444A 500 MHz 10:1 1.6m 1TMQ 6-15 pF <0.7ns 450V HP 54610/15/16B
N37A 1 MHz 1000:1 1.5m 500 MQ 3pF <35ns 5KV scopes with Tm Q inputs
Probe Accessories Additional Accessories
HP 10072A SMT Probe tips for HP 10098A Front Panel Cover and
HP 1007X probes Pouch Kit

This accessory adapts this
series of rugged probes to

HP logic analyzer style
grabbers that can be
used in SMT probing

applications. Supplied with

8 grabbers.

This kit will add the
Option 101 front panel
cover and pouch to any
54600-series oscilloscope






