Models 11652A Opt. 008/8721A Opt. 008

Table 2.

Specifications

COMPLETE KIT:

Plastic Case Dimensions: 10 in. by 7.5 in. by 2.38
in.

Net Weight: 21b, 3 oz.

COMPONENTS:

Directional Bridge (HP 8721A Option 008)
Frequency Range: 0.1 to 110 MHz
Impedance: 75 ohm nominal

Load Port VSWR: <1.063 (30 dB return loss)
Directivity: >40dB (>30 dB, 0.1 — 1.0 MHz)

Coupling: 6 dB nominal. 0.6 dB frequency vari-
ation when used with HP 8407A Network Ana-
lyzer.

Transmission: 6 dB nominal insertion loss. 0.1
dB frequency variation when used with HP
8407A Network Analyzer.
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Circuit Equivalent of Directional Bridge

Power Splitter (11652-60019)
Impedance: 75 ohm nominal
Input VSWR: 1.02 (>40 dB return loss)

Output VSWR: 1.02 (40 dB return loss) when
used with the HP 8407A or HP 8405A

Connectors: BNC female
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Circuit Equivalent of Power Splitter

Precision Termination (11652-60010)
Impedance: 75 ohm nominal

VSWR: 1.014 (>43 dB return loss)
Connector: BNC male
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Typical values only

Circuit Equivalent of Precision Termination
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Figure 4. Setup for Making Transmission Measurements




