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11974-60028 Front-Panel Features

Figure 3-3. 11974-60028 Front Panel
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OUTPUT PRESELECTOR POWER provides power for the 11974 Preselector RF Mixer.
LINE switch applies power to the OUTPUT
PRESELECTOR POWER jack.

c
o
=
©
S
o
o
o

50 Chapter3



General Information
Specifications and Characteristics

o)

(1)

2

Table 1-2 11974 Characteristics (Continued) S
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INPUTS AND OUTPUTS (continued) g

IF Output g-

Connector Type SMA (f) >

Match <1.6:1 (50Q)

Bandwidth Nominal >100 MHz

Typical >150 MHz
(Total 11974 BW limited by preselector.)

Tune + Span Input
Connector Type BNC (f)

Sensitivity (Spectrum Analyzer Type)
(PSEL PK DAC at mid-value)

8566B/11975A 2 V/GHz x 1,0 -0.32V
8560 Series Portable Spectrum +1.5 V/GHz x 1,0 -0.21V
Analyzer
71000/70907B, E4407B, PSA Series +1.5V/GHz x fio V
Input Impedance 20 kQ min.
Power Supply (11974-60028)
Output +50V,0.6 A
H5V,0.2A
Input 100/120/220/240 V ac

50 Hz to 60 Hz

Power Consumption 130 VA max.
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“E GENERAL CHARACTERISTICS
s Weight
Q
§ 11974 Series 6.5 kg (14.3 1b)
11974-60028 Preselector Power Supply 11.9 kg (26.2 1b)
Size Length (A) x Width (B) x Height (C)
11974 Series 210.2 mm X 84.7 mm x 101.5 mm
11974-60028 Preselector Power Supply 346.1 mm x 212.7 mm x 133.4 mm
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