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Ordering Information

The 66000A comes with full documentation on CD-ROM. The CD-ROM includes user’s guide, 
installation guide, programming guide, service manual, quick start guide, and application notes. 

Opt 0L1 	 Printed programming and installation guides
Opt 0B3 	 Printed service manual

Opt 831	 Power cord, no plug, Americas 
Opt 833	 Power cord, no plug, Europe
Opt 834	 Power cord, no plug, Japan
Opt 841	 Power cord, Americas, Japan, NEMA 6-20P, 20 A, 250 V plug
Opt 845	 Power cord, Scandinavia, IEC 309, 16 A, 220 V plug
Opt 846	 Power cord, North America, NEMA L5-30P, 30 A, 120 V plug
Opt 847	 Power cord, Europe, CEE 7/7,  16 A, 220 V plug
Opt 848	 Power cord, S. Africa, India, BS 546, 15 A, 240 V

Module options
Each module comes with full documentation on CD-ROM.

Opt 760 	 Adds isolation/polarity relays 
Opt J17 	 External monitor
Opt 0L1 	 Printed installation sheet and user’s guide
Opt 0B3 	 Printed service manual

Accessories
1CM023A*	 Rack mount flange kit 
	 177.0 mm H (4U) – two flange brackets 
1CP013A*	 Rack mount flange and handle kit 
	 177.0 mm H (4U) – two brackets and front handles  
E3663AC	 Support rails for Keysight rack cabinets

66001A 	 MPS keyboard includes 2 m (6 ft) cables
66002A 	 Rack kit for 66001A keyboard

p/n 5060-3351  Field-installable relay kit
p/n 5060-3386  Standard connector assembly
p/n 5060-3387  Standard connector assembly with installed relays (Option 760)

*Support rails required


