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ECal Module Options and Operating

Characteristics
Table 1-4 ECal Modules and Options Available
Module Model Connector Frequency Range Options Available
Number Type !
HP 85091A 7 mm 30 kHz to 6 GHz2  1BN, 1BP, 910, UK6
HP 85092A Type-N 50 Q) 30 kHzto 6 GHz2 00M, O0F, 00A, 1BN, 1BP, 910, UK6
HP 85093A 3.5 mm 30 kHz to 6 GHz2  00M, OOF, 00A, 1BN, 1BP, 910, UK6
HP 85096A Type-N (75 Q) 30 kHzto 3 GHz2 00M, OOF, 00A, 1BN, 1BP, 0B1, UK6
HP 85098A 7-16 30 kHz to 7.5 GHz2 00M, 00F, 00A, 1BN, 1BP, 0B1, UK6
HP 85099A Type-F 30 kHz to 3 GHzZ  00M, 00F, 00A, 1BN, 1BP, 0B1, UK6
HP 85060B 7 mm 1to 18 GHz 001, 1BN, 1BP, 910, UK6
HP 85062B 3.5 mm 1 to 26.5 GHz 001, 00M, OOF, 00A, 01F, 01M, 1BN, 1BP, 910, UK6
HP 85064B Type-N (50€) 1to 18 GHz 001, 00M, OOF, 00A, 01F, 01M, 1BN, 1BP, 910, UK6

1. For ECal modules with sexed connectors, the standard modules have one female connector and
one male connector.

2. RF ECal modules are specified to operate from 300 kHz, with typical performance down to
30 kHz.
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Table 1-5 ECal Module Option Descriptions
Option Description
001 Adds a 30 kHz to 6 GHz RF ECal module!
ooM ECal Module(s) with 2 male connectors
00F ECal Module(s) with 2 female connectors
00A Adds male-to-male and female-to-female adapters (also adds 5/16-inch, 90 N-cm (8 in-Ib)
torque wrench to 3.5 mm Kkits)
01M? Adds a 30 kHz to 6 GHz RF ECal Module with 2 male connectors
01F2 Adds a 30 kHz to 6 GHz RF ECal Module with 2 female connectors
1BN MIL-STD 45662A calibration certificate
1BP MIL-STD 45662A calibration certificate with measurement data
910 Additional set of ECal manuals
0B1 Additional set of ECal manuals
UK6 Commercial calibration certificate with measurement data

1. RF ECal modules are specified to operate from 300 kHz, with typical performance down to
30 kHz.
2. Only available on HP 85062B and HP 85064B.
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