Programming resistors: 1 K* =full scale for output voltage, output current, over voltage shutdown,
and over current shutdown.,

Ambient Temperature: 0 1o 50°C.

Storage Temperature: -25 to +85°C.

Temperature cocfficient: 0.04 %/°C of maximum output current.

Size: 5%4"H x 19"W x 24"D, see figure 1.1 for details.

Weight: 125 Ibs for 10 kW models, 97 lbs for 6.6 kW models, and 74 Ibs for 3.3 kW models.

10 KW MODELS AND RATINGS

INPUT CURRENT (Aac)
VOLTS | AMPS RIPPLE | EFF.

MODEL Vde Ade mVrms % 208/240 V| 440/480 V

MODELS | MODELS
PQ16-600 16 a00 4{) B6 16 18
PQ20-500 20 S00 35 Kb 16 18
PQ32-300 32 300 30 86 36 18
P(40-250 40 250 35 87 16 18
P(Q50-200 50 200 4() 87 16 18
PQ80-125 R0 125 50 87 36 18
PQ100-100 | 100 100 55 87 15 17
PQ125-80 125 B0 a0 87 35 17
IPQ160-62 160 62 70 27 35 17
PQ200-50 200 50 80 87 35 17
PQ250-40 250 40 90 88 35 17
PQ375-27 375 27 100 ] 35 17
PQ500-20 500 20 130 88 35 17
PQa25-16 625 16 150 bute] 35 17




6.6 KW MODELS AND RATINGS

INPUT CURRENT (Aac)

VOLTS | AMPS RIPPLE EFF.
MODEL Vde Ade mVrms Yo 208/240V | 440/480 V
MODELS | MODELS
PQ10-600 10 600 40 86 24 12
PQ16-400 16 400 40 86 24 12
PQ20-330 20) 330 ot 86 24 12
PQ32-200 32 200 30 86 24 12
PQ40-165 40 165 35 87 24 12
PQ50-130 50 130 40 87 24 12
PQRO-82 80 82 50 87 24 12
PQ100-66 100 66 55 7 23 12
PQI125-53 125 53 60 87 23 12
PQ160-41 160 41 70 ®7 23 12
PQ200-33 200 33 80 87 23 12
PQ250-26 250 26 a0 bt Z3 12
PQ375-17 375 17 100 BE 23 12
PQ500-13 300 13 130 8E 23 12
PQ625-10 625 10 150 88 23 12




3.3 KW MODELS AND RATINGS

INPUT CURRENT (Aac)
VOLTS | AMPS RIPPLE EFE.
MODEL | Vde Adc mVems | % 208240V | 440/480 V
MODELS MODELS
PQ10-300 10 300 440 RO 12 O
PQ16-200 16 200 44 86 12 O
PQ20-165 20 165 35 86 12 o
PQ32-100 32 100 30 86 12 6
PQ40-82 40 82 35 87 12 O
POQ50-65 50 65 40 7 12 i)
PORO-41 80 41 30 87 12 0
PQ100-33 100 33 55 87 12 i}
PO125-26 125 26 60 R7 12 0
PQ160-20 160 20 70 R7 12 i}
POQ200-16 200 16 80 "7 12 i
PQ250-13 250 13 00 88 12 i
PQ375-8 375 B 100 KE 12 6
PQ300-6 500 o 130 KE 12 i}
PQ625-5 623 5 150 BE 12 0
MNotes:

1} Rating specified at 208 and 440 V input.

2) Spectfications subject to change without notice.




