
• Wide wavelength range: 1300 to 
1660 nm

• High chromatic dispersion repeatability:
±0.05 ps/(nm•km)

• Compact and lightweight (5.4 kg)

• Excellent cost performance
• Full auto measurement

Optical Time Domain Reflectometer
MW9076D1

Chromatic Dispersion
Measurement Function

Measurement Example (25 km, SM fiber)

Dispersion characteristic

Group delay characteristic

Dispersion slope characteristic

World's First OTDR with Chromatic Dispersion Measurement

Small Lightweight Cabinet for Easy Field Work

Four wavelength measurement (Fresnel reflection)



Model/order No. Name

Optical Time Domain Reflectometer (main frame)
MW9076D1 SMF 1.31/1.45/1.55/1.625 µm OTDR

Standard accessories (main frame)
W1659AE MW9076 series operation manual: 1 copy
W1660AE MW9076 series serial interface manual: 1 copy

Replaceable optical connector: 1 pc
Z0404A Lithium ion battery pack: 1 pc

Unit
MU250000A Display Unit (8.4 inch TFT-LCD)
MU250000A1 Display Unit (7.2 inch STN-LCD)

Standard accessories (display unit)
ADP60WB24.0 AC adapter: 1 pc
Z0402 Front cover: 1 pc

Power cord: 1 pc
Z0403A Belt with hook: 1 pc

Ordering Information
Please specify model/order number, name and quantity when ordering.

∗ 1: Typical value
∗ 2: Measured with 25 km of 1.3 µm zero-dispersion fiber at 1550 nm

The other specifications are the same as them of MW9076D. Refer to MW9076
series data sheet.

Chromatic dispersion specifications
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• U.S.A.
ANRITSU COMPANY
North American Region Headquarters
1155 East Collins Blvd., Richardson, Tx 75081, U.S.A.
Toll Free: 1-800-ANRITSU (267-4878)
Phone: +1-972-644-1777
Fax: +1-972-671-1877

• Canada
ANRITSU ELECTRONICS LTD.
Unit 102, 215 Stafford Road West 
Nepean, Ontario K2H 9C1, Canada 
Phone: +1-613-828-4090  
Fax: +1-613-828-5400

• Brasil  
ANRITSU ELETRÔNICA LTDA.
Praia de Botafogo 440, Sala 2401 CEP 22250-040, 
Rio de Janeiro, RJ, Brasil  
Phone: +55-21-5276922  
Fax: +55-21-537-1456  

• U.K.
ANRITSU LTD.
200 Capability Green, Luton, Bedfordshire LU1 3LU, U.K.
Phone: +44-1582-433200   
Fax: +44-1582-731303    

• Germany
ANRITSU GmbH
Grafenberger Allee 54-56, 40237 Düsseldorf, Germany  
Phone: +49-211-96855-0              
Fax: +49-211-96855-55   

• France
ANRITSU S.A.
9, Avenue du Québec Z.A. de Courtabœuf 91951 Les
Ulis Cedex, France  
Phone: +33-1-60-92-15-50
Fax: +33-1-64-46-10-65
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ANRITSU S.p.A.
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Phone: +39-06-509-9711    
Fax: +39-06-502-24-25    

• Sweden
ANRITSU AB
Botvid Center, Fittja Backe 1-3 145 84 Stockholm,
Sweden
Phone: +46-853470700    
Fax: +46-853470730    

• Singapore
ANRITSU PTE LTD.
6, New Industrial Rd., #06-01/02, Hoe Huat Industrial
Building, Singapore 536199  
Phone: +65-282-2400       
Fax: +65-282-2533       

• Hong Kong   
ANRITSU COMPANY LTD.
Suite 719, 7/F., Chinachem Golden Plaza, 77 Mody
Road, Tsimshatsui East, Kowloon, Hong Kong, China
Phone: +852-2301-4980
Fax: +852-2301-3545 

• Korea
ANRITSU CORPORATION
14F Hyun Juk Bldg. 832-41, Yeoksam-dong, 
Kangnam-ku, Seoul, Korea
Phone: +82-2-553-6603
Fax: +82-2-553-6604˜ 5

• Australia
ANRITSU PTY LTD.
Unit 3/170 Forster Road Mt. Waverley, Victoria, 3149,
Australia
Phone: +61-3-9558-8177
Fax: +61-3-9558-8255

• Taiwan
ANRITSU COMPANY INC.
6F, 96, Sec. 3, Chien Kou North Rd. Taipei, Taiwan
Phone: +886-2-2515-6050
Fax: +886-2-2509-5519

Specifications are subject to change without notice.
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Wavelength measurement  
range

1300 to 1660 nm

Wavelength accuracy ±0.5 nm∗ 1

Zero dispersion wavelength 
repeatability

±0.6 nm∗ 1

Dispersion repeatability∗ 2 ±0.05 ps/ (nm • km)∗ 1

Dynamic range 30 dB (4% Fresnel)∗ 1

Distance measurement
accuracy

±0.1 m ±3 × 10–5 × distance∗ 1

290 (W) × 194 (H) × 122 (D) mm, ≤5.4 kg
Dimensions and mass (MU250000A Display Unit and battery 

pack included)


