
Audio Precision SYS-2322 General Information 

Product Description: 
Dual Domain Test Set  

Audio Precision SYS-2322 Performance Characteristics 

Form Factor  Benchtop  

Integral Signal Source  Yes  

No. of Outputs  2 o/p  

Waveforms (Sine, Square, etc.)  Phase,Sine  

Source Minimum Frequency  10 Hz  

Source Maximum Frequency  500 kHz  

Sweep Modes  No  

Source Frequency Resolution  3 kHz  

Source Frequency Accuracy  6 %  

Output Accuracy  0.0002 %  

Output Impedance  110 Ohm  

No. of Receiver Channels  2 ch  

Input Impedance  100 Ohm  

Maximum Input Voltage  230 V(dc+p  

Signal- to-noise ratio & distortion ratio  No  

Phase Angle  360 degree  

Crosstalk  -140 dB  

Audio Precision SYS-2322 Measurements/Features 

PC Based 
AES/EBU Testing capability 
Level Meter 
Frequency meter 
Phase measurements 
Wideband Amplitude/noise funct 

Audio Precision SYS-2322 Programmability/Connectivity 

User Interface Windows/95  

Ports to Peripheral Devices APWIN,APIB  

Audio Precision SYS-2322 Product Links 

Audio Precision / DCX-127  
Multi-Function Module  

Module (proprietary 
interface/bus)  

Audio Precision SYS-2322 Compliance 

CE Compliance  Compliant  



UL Compliance  Not compliant  

Audio Precision SYS-2322 Power Requirements 

Input Power  Universal (Auto Sense 
and Switch)  

Audio Precision SYS-2322 Physical Dimensions 

Width 425 mm(16.73 in)  

Height 133 mm(5.23 in)  

Length 457 mm(17.99 in)  

Weight 16 kg(35.27 lb)  

 


