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3. SPECIFICATIONS 

 1620A 1626A 1622A 1621A 1627A 1623A 

OUTPUT VOLTAGE 0 - 18V 0 - 30V 0 - 60V 0 - 18V 0 - 30V 0 - 60V 

OUTPUT CURRENT 5A 3A 1.5A 5A 3A 1.5A 

CONSTANT VOLTAGE CHARACTERISTICS 

Load regulation (0-100%) 0.02% +3mV 

Line regulation  
(120VAC + 10 %, -6 % ) 

0.02% +3mV 0.02% +3mV 0.02% +3mV 0.02% +3mV 0.02% +3mV 0.02% +3mV 

Ripple and noise r.m.s 1mV max. 

CONSTANT CURRENT CHARACTERISTICS 

Load regulation (0-100%) 0.02% +3mA 

Line regulation 
(120VAC + 10 %, -6 % ) 

0.02% +3mA 0.02% +3mA 0.02% +3mA 0.02% +3mA 0.02% +3mA 0.02% +3mA 

OUTPUT  

Output terminals ( color ) ( + ) Red , ( – ) Black , ( GND ) Green 

Ground proof voltage ± 180V 

INSTRUMENTATION 

Voltmeter Analog 3 digits LEDS 

Ammeter Analog 3 digits LEDS 

Voltmeter accuracy ± 7% fs ± 2% + 2 digits 

Ammeter accuracy ± 7% fs ± 2% + 2 digits 
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FUNCTIONS 

Serial connection  
( independent control mode ) 

Can be connected in series ( within limits of ground proof voltage ) 

Parallel operation 
( master – slave mode ) 

Can be operated in “one-control” parallel configuration ( only same model ) 

COOLING SYSTEM Natural Convection 

POWER CONSUMPTION 

VA / W 
( for rated load of AC 220V ) 

Approximate 210 Approximate 220 

AC INPUT 

Voltage , Frequency 120V AC ± 10%, 60 Hz (120/220/230/240V AC ± 10%, 50/60Hz version available) 

Operating ambient temperature 5 to 40°C      10 – 80% R.H. 

DIMENSIONS AND WEIGHT 

Dimensions ( W x H x D ) 205 x 115 x 270 ( mm ) 

Weight Approximate 6 Kgs Approximate 7.4 Kgs 

FUSE RECOMMENDED 

Input fuse F2  

AC 100V, 110V, 120V 3AF 

AC 220V, 230V, 240V 2AF 

Internal fuse F1 500mAF 

NOTE:  Specifications and information are subject to change without notice. Please visit www.bkprecision.com for the most current product information. 


