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Technical Specifications

(This information conforms to the requirements of MIL-M-7298D)

Model D15000/D24000 Model DS215/DS224

Surge Test

Output Voltage: 0 - 15,000 volts (V) 0 - 24,000 volts (V)

Max Output Current: 800 amps (A) 800 amps (A)

Pulse Energy: 11.25 joules (J) 28.8 joules (J)

Sweep Range: 2 - 2000 micro-secs (µs) 2 - 2000 micro-secs (µs)

Volts/Division: 625/1250/2500/3750 1250/2500/5000/7500

Repetition Rate: 5 Hz 5 Hz

Voltage Accuracy: +/- 10% +/- 10%

DC High Potential (Hipot) Test

Output Voltage: 0 - 15,000 volts (V) 0 - 24,000 volts (V)

Max Output Current: 1000 micro-amps (µA) 1000 micro-amps (µA)

Current Resolution: 1/10/100 micro-amps/div 1/10/100 micro-amps/div

Over-current

Trip Settings: 10/100/1000 micro-amps 10/100/1000 micro-amps

Voltage and Current 

 Accuracy: +/- 5% +/- 5%

Meg-Ohm Accuracy: +/- 5% +/- 5%

Max Meg-Ohm Reading: 20,000 meg-ohms (M) 20,000 meg-ohms (M)

Physical Characteristics

Weight: 98 pounds (lb)

44.5 kilograms (kg)

Dimensions (W x H x D): 20 x 17 x 24 inches (in)

508 x 432 x 610 millimeters (mm)

Power Requirements: 120 VAC/60 Hz/350 Watts (D15000/D24000)

220 VAC/50 Hz/350 Watts (DS215/D224)

Power and Utility

Input power must be 110 to 120 VAC at 60 Hz for the D15000 and D24000 or 

220 to 230 VAC at 50 Hz (single-phase source only) for the DS215 and DS224. 

Please be aware that fluctuations in input voltage will affect output voltages.


