posts moumted at the top of the instrument and an operating pushbuticn
to the left of the meter, Six 1-1/2 volt {Size C, NEDA Typc 14, Ever-
ready 5335 or egual) dry cell batteries provide power. Two screw-cap
tubular battery compartments permit hatterics to be inscried without
cpening instrument case. There is a battcry —<heck position on the
multiplier switeh, with a battery condition scale on the meter.

1-3. REFERENCE DATA,

a, HAND-CRANKED EARTH TESTER, Cat. No. 250220-2:

1. Physiecal Characteristices

{a} Lecngth
by Width
(c) Ileight

{d) Wecight
2. Type of Operation
3. Operating Temper-
ature Lange
4.  Output

5. Accuracy

5. Resgistance Range

9-1/2 inches
240 mm

6-1/2 inches
165 min

f-3/4 inches
172 mm

6.6 lbs,
3 kg.

Hand=Cranlced
AC Generator

-4° to +130° F
-20° to +55°C

350 volts maximum {open circuit)
+1% of range in usc with probe
resistances up to 1500 ohms.

0, 01 ohm to 9990 ochms in
four overlapping ranges,
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b, BATTERY-OPERATED EARTH TESTER, Cat. No. 250241;

1. DPhysical Characterisiics

{ay Length

(b Width

{c) Heighi

(dy Weight

2. Type of Cperation

3. OUpcrating Temper-

ature Range

4.  OQutput

b, Accuracy

6. Resistance Range

-1

Types of Batteries

8.  Maximum Battery
[Irain

8=1/2 inches
240 mm

f-1/2 inches
185 mm

5 inches
127 mam

G Ibs.

2,7 Kg.
Battery-Driven Oscillator

41° to 113 F
3% ta 45°C

140 Volts (open circuit)
at 126 Hg,

+ 2% of range (with 0,01
multiplier, percent error
is larpger).

0.0 chms to 9990 ohms in
four overlapping rangcs.

Six 1-1/2 volt (Size C, NEDA
14 Type, Eveready 935, or
equivalent).

400 Milliamps (batieries at
lowest possible internal
resistance).



TABLE 1-1. EQUIPMENT DATA

1-4

NOMENCLATURE Overall Dimensions |Shipping Weight!
English English !
Catalog Metric) Qletricy %
Item Name No. Height|Width |Depth | Net | Gross
1 Megger Nul! Balance 250220 6-8/4 [6-1/2 [9-1/2| & | 14
Hand-Cranked Earth (172) |(163) |{240) | (4) | (8.4)
Testor #00220-26-3/4 | 6-1/2 |9-1/2| 6.4 ! 1o
| |(172) | (165) |(240) ' 3y | (4.5
or !
, t-A | Megger Null Balance 250241 | 5 6-1/2 l9-1/2 | g 10}
| Battery Operated J2T) 1 (105) |(240) |(2.7) | (4.3) &
Earth Tester '
2 Case, Vinyl 230850 T 10-3/4| 7 l3-1/2] 5149 i
(178) |(273) [(178) |(1.6) | (2.5) &
3 Set of 3 leads as follows: | 250576 8 10 4
3.1 25" coded Red (7. 5M) (3.6 1 (h.5)
'3.2 50" coded Yellow (15M)
3.3 | 100" coded Blue 30M)
| L1 | Bet of 2 Galvanizoed 230680 | 20 - - 3 2 i
‘. Steel Ground Rods (D08 1.4 | 2.3) ;
‘4.2 250582 | 30 - . 6 5 &
| | (762) 2.7 | (4.0 :
I3 ‘ Heavy Canvas Carry-All | gsgs78 - - - 3 3 L
| ' {fur holding Cat, No. _ . | (.4 Loy £
.| #3576 leads ana two pair | | |
“of rods, Cat. Nos. ‘ ‘ g
1250580 or 250382". | g
[ ' ! 3
B i Padded Combination Car-1 250855 9 24 9 5 T8
rying Case; will hotd Cat. 2291 (6100 {2290 (2.3 T 3.2 &
"Nos, 230220, 250220-2 or s i
: 200241 (with or without ‘ &
| Cat. No. 250850 Case} Cat. :
No. 250576 Set of Test
Leads, Cat. No. 250580 or | ;
| | 250582 Rods. ! ! i 3



