TECHNICAL SPECIFICATIONS

LENGTH :
i ; 22.6cm (8-15/16 inches)
L 6.gcm (2-5/8 inches)
7.2cm (2-15/16 i
giggHT WITH STD CORD 454g §16 Oéiceg?ChES)
YELLOW OR BLACK HI-IMPACT AB
ggggﬁgéNgETEMPERATURE RANGE -20°C (-04°F) TO 60°C (140°F?
e MPERATURE RANGE -55°C (—-67°F) TO 85°C (185°F)
95% NONCONDENSING
DC AND AC PARAMETERS MIN CURRENT = 10 mA

MONITOR IMPEDANCE = 100KQ (1KHZ)

EBS CURRENT DRAW:
22.5 mA LONG LOOP
32.5 mA SHORT LOOP

POTS. CURRENT DRAW:
27 mA LONG LOOP
87 mA SHORT LOOP
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PULSE RATE = 10 PPS

4MAKE/BREAK = 40/60
INTER-DIGIT PAUSE = 1 SEC.

PULSE DIALLING

DTMF DIALLING DTMF OUTPUT LEVEL:
-11 dBm SHORT LOOP

+1 dBm LONG LOOP

5 TPS MEMORY
10 TPS MAX. KEYPAD

RATE

DURATION = 102 MSEC. MEMORY
= 60 MSEC. MIN. KEYPAD

TONE FREQUENCY ERROR = +/- 1% MAX.

DATA OUTPUT LEVEL = 1.4 vV P-P +/- 0.2V
(900 Q TERMINATION)

EBS DIALLING (8 KHZ)
200 MSEC. MEMORY

INTER-DIGIT PAUSE
150 MSEC. MIN. KEYPAD

[

RATE = 5 DIGITS/SECOND
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