i1. SPECIFICATION AT 25 DEGC,

2000 HRS FROM CALIBRATION

External Power 7.5 - 12vat 10mA

Internal Power 8 X SP11 or equivalent
{or 8 x ‘C’ cell NiCd)

Power Connector & pin 180.deg DIN (pin 1+,
pin3—)

Signal Connectors 4mm

Pressure Connectors 1/8 NPT Female

2v Range

Error (max) +0.1% + *1 digits

Bias Current +0.5 nA (to .05nA for /iS)

Input Resistance 10 ohm (100K ohm for /IS)

Temperature Effect 0.01% Deg C.

*200v (30v for /IS Version)

Error (max) +0.2% + *1 digits

Bias Current +0.005 nA

Input Resistance 1M ohm

Temperature Effect 0.01% DegC.

200mA (30mA for /IS Version)

Error (max) +0.2% + *1 digits

Sense Resistance 10 ohms

Temperature Effect 0.01% Deg C

*Note: On some early models where 200v range is
marked 30v, the display will continue to indicate up to
200v.
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Pressure Ranges
Error (max)

Temperature Effect

Overload
Warm up time

General
Display

Resolution

+0.1% + *1digitsup to
500 psi

+0.2% + *1digits 35to
1000 psi

+0.02% /Deg C.
(Zero re-adjusted)

4 x full scale maximum
approximately 10 minutes

15mm Liquid Crystal
0.005% (19999)

Pneumatics (Gas only)

(a) Pressure Generation
Hand Pump Capability
Hand Pump Maximum

Volume Adjust Maximum

Vent Valve Maximum

(b) Twin Regulator
Maximum Inlet
Adjustment Range

100 psi
150 psi
150 psi
1000 psi

150 psi
0-100 psi

FS1 500mA SloBlo (50mA for /IS Version) 20mm

FS2 250mA

(100mA for /IS Version) 20mm
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