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Functions & Specifications, iTIG Series Winding Analyzers 

iTIG FUNCTIONALITY:  

 Surge test 

 Two Surge Generators  

 Line frequency (50/60Hz) Surge Pulse Rate  

 AMT option eliminates need to turn rotor for assembled motors 

 Computer controlled and automated scope functions 

 Displays % Wave Difference between Surge waves 

 Meets IEEE 522-1992 and IEC 34-15 Standards for surge 

rise time 

 Rotor Bar Test - Open or cracked AC rotors 

 DC Megohm Test  -  High and Low range 

 DC HiPot Test 

 DC Step Voltage Test 

 Polarization Index (PI) Test 

 Dielectric Absorption Test 

 Form Coil Test 

 Some models produce test and trending reports as well as 

screen pictures 

 Multiple screens for various tests, settings and data entry 

 

iTIGs come in sizes with max outputs from 3kV to 12kV. 

Functionality varies by Model. Contact us for more information. 

SPECIFICATIONS: 

   iTIG A-D  iTIG/PP30 

Surge Test 

Output Voltage   0 - 12 kV  0 - 30 kV 

Maximum Current  800 A   2000 A 

Maximum Energy 2.8 J   18 J 

Pulse rate  50/60 Hz  5 Hz 

Discharge Capacitance 0.02 µF   0.02 µF  

 

DC Hi-Pot / Megohm 

Output Voltage   0 - 12 kV  0 - 30 kV 

Maximum Current 5 mA   5 mA 

Micro-Amp Display  0.1 - 2,000 µA  0.1 - 2,000 µA  

Max Over-Current Trip  5 mA   5 mA 

Max Resistance  100,000 MΩ  100,000 MΩ 

 

Input Voltage   120 or 230 V AC ±10%, 50 or 60Hz  

Max Power   600 W   1000W 

Weight   52 lbs - 24kg  70 lbs - 32kg 

Dimensions      ~20” x 8” x 20 or 51x22x50 cm 
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