{' Introduction and Specifications

, Table 1-2. 1780A Options and Accessories

) OPTION/ACCESSORY DESCRIPTION
NUMBER
J' OPTIONS
17804A-001 Keyboard Interface
1780A-002 Keyboard Interface With Y1720 Programmer Keyboard

[4 1780A-201 Extended Graphics Character Set

ACCESSORIES

i Y1703 4 meter RS-232 Null-Modem Cable

! Y1705 0.3 Meter RS-232 Null-Modem Cable
' Y1707 2 Meter RS-232 Cable
[‘ Y1708 10 Meter RS-232 Cable

Y1720% Programmer Keyboard (full ASCII keyboard)
o Y1718% Customizing Keyboard Cable
J. Y1791 1780A Rack Mount Adapter*#

Y1792 17808 Rack Mount Adapter with Front Panel Keyboard
1 Connector Extension¥*¥*

M00-260-610 18-inch Rack Slide Kit

M00-280-610 2l4-inch Rack Slide Kit
i Y1793 Carry Handle*##

533547 ‘Display Worksheets (Pad of 50)
’ * Requires the optional 1780A-001 Keyboard Interface.

¥%  Requires a rack slide kit: M00-260-610 or M00-280-610.
{ ¥%% Can be installed on either side.
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Table 1-3.

1780A Specifications

GENERAL SPECIFICATIONS

Power
Voltage ..iiiese0me Viests
Frequency ....... faaeas
Power Dissipation .....

Temperature
Operating .............
Non-operating .........

Relative Humidity

G 50 2590 sssmnuenidins

25 to 40°C ............

40 to 50°C ............
Altitude

Non-operating .........

Operating .............
Size (See Figure 1-1)

BN mrmareca & & & & s

Wide csuuvvsvervins wom

DEED :asiaimmssimmsve s o
Wedght ... oemmpesems ST & 6

90 to 132V ac and 198 to 264V ac
U7 to 63 Hz

40 watts, typical

55 watts, maximum

0 to +50°C
-40 to +65°C

95% non-condensing
75% non-condensing
45% non-condensing

12,000m (40,000 ft)
3,000m (10,000 ft)

3.3 em { 5.2 ™)

29.0 em (11.4 ")

34.5 em (13.6 ") plus the front bezel
extension

8.5 kg (18.75 lbs)

Protection Class 1 as defined in I.E.C. Publication 348 "Safety
Requirements For Electronics Measuring Apparatus"

CRT DISPLAY SPECIFICATIONS
Scanning Method ............
Refresh Rate ...............

CRT SCreen .usisawssssssssis

Display Capacity ..esswwsisis

Standard Character Set .....

Non-interlaced raster scan.
50 or 60 Hz, automatically selected.

High contrast green phosphor, 19 cm wide
by 7.6 cm high (7.5 " wide by 3.0 " high),
low profile, rectangular.

16 X 80 normal-sized cells or 8 X 40
double-sized cells.

96 ASCII characters (Listed in Table U4A-1)
plus 11 Greek character, 11 Standard
Graphics Mode characters, and 8 commonly
used symbols.
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J Table 1-3. 1780A Specifications (cont)

[ CRT DISPLAY SPECIFICATIONS (cont)

Character Font ..

!" Screen Brightness
Cell Size
[ Double Size

Character Size

-----------

----------

Standard Size .........

[‘ Standard Size .........

Double Size

1 Display Alignment

...........

7 X 9 (dots) in an 8 X 14 matrix.

Reverse video, blinking, underlining, and
highlighting.

Blinking or steady reverse video block or
no cursor at all. Remote selectable only.

Adjustable with rear panel control.

U X 4.8 mm (0.094 X 0.188 ")
.8X9.5mm (0.188 X 0.375 ")

=M

2.7 mm (0.082 X 0.121 ")
5.4 mm (0.100 X 0.241 ")

=

Character with respect to touch-sensitive
grid at 25°C: +1 character horizontal
+0.75 character vertical

Change in character positions over the
Operating Temperature Range:

{= 1.5 characters horizontal

{= 0.3 character vertical
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Figure 1-1. 1780A Outline Drawing
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