
E‘! I'|5TEK
PS5-‘IDCICI

-' Ir-.|'-|:!|| r.-.-u,|-| fir",--|

av“

— I— W. - ; . E-
PD ER INPUT ||\|PUT OUTPUT N UTW '

. IF

+ llll. + + +;.':'.'1Ti;"-
Ll-NH

: - fix
A /Q‘ J,“ I ll I|ll|lL'

1“ IUSBIGHB.
PCS-I000 is a High-Precision D.C. and A.C.
Current Shunt Meter which carries built-in
current shunts and high-accuracy current
measurement circuits. PCS-I000 not only
measures current in five current levels -
300A, 30A, 3A, 300mA and 30mA, but also
measures voltage at 6 V2 digit resolution
simultaneously. This unique feature puts
PCS-I000 in an unprecedented position
among all the shunt meters available in the
market today. After a long time operation,
PCS-I000 is able to maintain high
measurement accuracy in spite ofthe
temperature variation. This is due to its
core design based on the high stability and
low temperature coefficient shunts. PCS-
I000, a verification-lab level current and
voltage measurement equipment, is
suitable for the R&D, quality verification
and testing jobs of all power products such
as power supply, communications system
power, server power and electronic load.
The maximum voltage/current
measurement ranges of PCS-I000,
including DC I000V/AC 600V/AC 300A/
DC 300A, meet all current and voltage
measurement challenges of every power
industry. *
='= PCS I000 can measure A.C. volta e and current' €

simultaneously but it can't measure phase. Therefore,
it does not provide power measurement function.

Simultaneously Conduct Precision And
Stable Current And Voltage Measurement
PCS-I000 High-Precision Current Shunt
Meter can simultaneously measure current
and voltage. Compared with the test of
traditional models or meters in other
brands, PCS-I 000 is easy-to-use in
connection and there is no requirement of
any additional instrument. The following
diagram shows the connection method of
measuring voltage on the load and
measuring current simultaneously.
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PCS-‘I 000 Current Shunt Meter
Simultaneously Measures Current and Voltage

A.C./D.C. Voltage and Current Level Selection

PSC-I000 has five selectable voltage and
current measurement levels to meet
users‘ terminal measurement
requirements by manual or automatic
selection. In selecting current levels,
users must, at the same time, select
corresponding current input terminal.
Please refer to respective current input
terminals :
(A) 30A Max (B) 3A Max (C) 300A Max
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FEATURES

° 6 1 /2 Digit Measurement Resolution
o Dual Measurement for Voltage and

Current

0 AC & DC Current Measurement Range:
30mA/300mA/3A/30A/300A (Maximum)

AC Voltage Measurement Range :
200mV/2V/20V/200V/600V (Maximum)

DC Voltage Measurement Range :
200mV/2V/20V/200V/"I 000V (Maximum)

¢ Auto Zero Circuit

v Standard Interfaces: USB, GPIB
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APPLICATIONS

- Switching D.C. Server Power Supply
Dedicated for the Cloud System

- Switching D.C. Power Supply For
Communications Equipments

o A.C. Power Supply
' D.C. Electronic Load

0 Others Power Supply

' Calibration Lab
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Simply Reliable



Accuracy

Range 23°C 15°C (1 Year) Temperature Cofiicient / °C

2.000000V
20.00000V
200.0000V
1 000.000V

0.0050+0.0010
0.0050+0.0010
0.0050+0.0010
0.0050+0.0020

0.0005+0.0005
0.0005+0.0001
0.0005+0.0001
0.0005+0.0001
0.0005+0.0001

200.0000mV 0.0050+0.0035

fo:t(% of reading +% of Range); Voltage input Resistance:10M Q r all DC Voltage ranges
DC CURRENT CHARACTERISTICS

Accuracy

Range Burden Voltage 23°C 15°C (1 Year) Temperature Coflicient OC
30.00000mA
300.0000mA
3 .000000A
30.00000A
300.0000A

<0.4V
<0.5V
<0.8V
<0.8V
<0.8V

0.01+0.005
0.01+0.005
0.01+0.005
0.01+0.005
0.02+0.005

I
0.001 +0.002
0.001+0.002
0.001+0.002
0.001+0.002
0.001+0.002

i(% of reading +% of Range)
TRUE RMS AC VOLTAGE CHARACTERISTICS

Accuracy

Range Frequency 23°C 15°C (1 Year) Temperature Coflicient °C
200.0000mV
2.000000V
20.00000V
200.0000V
600.000V

45Hz-2KHz
2KHz-10kHz
10kHz-20kHz

0.5+0.05
1.0+0.05
2.0+0.10

I
0.005+0.005
0.005+0.005
0.005+0.005
0.005+0.005
0.005+0.005

¢(% of reading +% of Range)
TRUE RMS AC CU RREN'[(AC+ DC) CHARACTERISTICS

Range Frequency 23°C 15°C (1 Year) Temperature Cofficient °C
30.00000mA
300.0000mA
3 .000000A

45Hz-2KHz
2KHz-10kHz

0.5+0.05
1.0+0.05

I
0.03-.-0.006
0.os+0.0oe
o.o3+o.ooe

30.00000A
300.0000A 45Hz-400Hz 0.5+0.05 0.03+0.006

0.03+0.006
¢(% of reading +% of Range)Accuracy

ACURRENT MONITOR ACCUR CY
Range Shunt Value DC Accuracy AC Accuracy é 400Hz Max Input DC/AC RMS

10Q
1 Q
0.1 Q
0.01 Q
0.001 Q

0.01%
0.01%
0.01%
0.01%
0.02%

0.1%
0.1%
0.1%
0.1%
0.1%

30mA
300mA
3A
30A
300A

POWER SOURCE
ioov/120v/220v/24ov¢1o%

POWER LINE FREQUENCY
50/60Hz

OPERATING ENVIRON M ENT
Full Accuracy for 0°C ~ 50°C, Full accuracy to 80% R.H. at 40°C

STORAGE ENVIRON M ENT
-40°C ~ 70°C

POWER CONSUMPRION
Max 35VA

DIMENSIONS &WElGHT
21o(w) X 80(H) X 390(D)mm ; Approx. 6kg

ORDERING INFORMATION OPTIONAL ASSESSORIES
PCS-1000 Precision Current Shunt Meter GRA-419-I Rack M°“"'T Adapter Ills)
ACCESSORES GRA-419-E Rack Mount Adapter (EIA)

User Manual x 1, AC Power Cord x1

GTL-207 Banana Plug Test Lead
GTL-240 USB Cable
PCS-001 Basic Accessory Kit

GTL-105A Alligator Clip Test Lead (3A Max)

Specificatio ns subject to change without notice. 5501 {J26 D1 D1-|

Global Headquarters U.S.A. Subsidiary
GOOD WILL INSTRUMENT CO., LTD. INSTEK AMERICA CORP.
No.7-1, jhongsing Road, Tucheng Dist, New Taipei City 236, Taiwan 3661 Walnut Avenue Chino, CA 91710, U.S.A.
T +336-2-2268-0389 F +336-2-22630639 T +1 ~909~591 8358 F +1 -909-591 2280
E-mail: marketing@goodwill.com.tw E-mail: saIes@instekamerica.com

China Subsidiary japan Subsidiary
GOOD WILL INSTRUMENT (SUZHOU) CO., LTD. TEXIO TECHNOLOGY CORPORATION.
No. 521, Zhujiang Road, Snd, Suzhou jiangsu 215011 China 7F Towa Fudosan Shin Yokohama Bldg., 2-18-13 Shin Yokohama,
T +35.5‘|2-5551.7‘| 77 F +35-5‘|2.5551-7277 Kohoku-ku, Yokohama, Kanagawa, 222-0033 japan
E-mail: marketing@instek.com.cn T +81-45-620-2303 F +81-45-534-7181

E-mail‘ inf0@texio co jp G"-I ll'l5l'EI(Malaysia Subsidiary Korea Subsidiary i
coop w||.|. INSTRUMENT (M) sou. BHD. coon w||.|. INSTRUMENT KOREA co., LTD. Simph, Re|;ab|e
27, Persiaran Mahsuri1/1,Sunway Tunas, #1406, Ace Hightech-City B/D 1D0ng,
11900 Bayan Lepas, Penang, Malaysia Mullae-Dong 3Ga 55-20, Yeongduengpo-Cu, Seoul, Korea
T +604~6309988 F +604~6309989 T +82-2-3439~2205 F +82-2-3439-2207 v
E-mail: sales@g0odwill.com.my E-mail : gwinstek@gvvinstek.c0.kr W W W‘ In S k ' C O m


	PCS-1000_E1
	PCS-1000_E2

