
Specifications 9105 9107 9122 9127 

Range 25°C to 140°C 
( 13°F to 284°F) 
at 23°C ambient  

45°C to 140°C 
( 49°F to 284°F) 
at 23°C ambient  

50°C to 600°C  
(122°F to 1112°F)  50°C to 600°C 

(122°F to 1112°F)  
Accuracy Center well:   

±0.1°C  Center well:   
±0.1°C  Center well:  

±0.1°C at 100°C 
±0.1°C at 300°C 
±0.3°C at 600°C  

±0.1°C at 100°C 
±0.15°C at 300°C 
±0.5°C at 600°C 

Stability ±0.01°C  ±0.01°C at 40°C 
±0.005°C at 0°C 

±0.005°C at 100°C  
±0.01°C at 100°C 
±0.02°C at 300°C 
±0.04°C at 600°C  

±0.01°C to 100°C 
±0.02°C to 300°C 
±0.05°C to 600°C  

Well-to-Well 
Uniformity 

Drilled wells:  
±0.05°C  Drilled wells:  

±0.05°C  ±0.05°C at 100°C 
±0.12°C at 300°C 
±0.45°C at 600°C  

±0.05°C  

Well Depth 6" (152 mm)  
Computer 
Interface 

RS-232 Interface included with Model 9930 Interface-it control software, IEEE optional  
Heating Time 
to Max. 

10 minutes  15 minutes  45 minutes  30 minutes  
Test Wells 5 wells: 2 at 1/4" 

(6.35 mm), 1 at 3/16" 
(4.8 mm), 1 at 1/8" 

(3.2 mm), and 1 
interchangeable  

5 wells: 2 at 1/4" 
(6.35 mm), 1 at 3/16" 

(4.8 mm), 1 at 1/8" 
(3.2 mm), and 1 
interchangeable  

9 wells: 4 
interchangeable and 
5 at 1/4" (6.35 mm) 

 

1 interchangeable 
well accommodates 

multi-hole insert  

Resolution 0.01°C or °F  
Display LED, °C or °F, user-selectable  
Size 13.5" H x 7.8" W x 11.9" D (343 x 198 x 302 mm)  
Weight 26 lb. (11.8 kg)  22 lb. (10 kg)  25 lb. (11.3 kg)  25 lb. (11.3 kg)  
Power 115 VAC (±10%), 3 A 

or 230 VAC (±10%), 
1.5 A, specify, 50/60 

Hz, 350 W  

115 VAC (±10%), 3 A 
or 230 VAC (±10%), 
1.5 A, specify, 50/60 

Hz, 350 W  

115 VAC (±10%), 
5.4 A or 230 VAC 

(±10%), 2.7 A, 
specify, 50/60 Hz, 

700 W  

115 VAC (±10%), 
8.8 A or 230 VAC 

(±10%), 4.4 A, 
switchable, 50/60 

Hz, 1000 W  

 


