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20kVA Power Rating 

General 705-20 715-20 730-20 775-20 7100-20 

Input Voltage 
480V, single phase, 60Hz 

380V, single phase, 50Hz 

Max Output Voltage 5kV AC 15kV AC 30kV AC 75kV AC 100kV AC 

Output Current 4000mA 1333mA 667mA 267mA 200mA 

Output Connection Shielded Output Cable Epoxy Output Bushing 

Metering Digital, 1% of FS, range 10-100% of system output 

Duty Cycle 1 hr. ON, 1 hr. OFF 6 times per day / Continuous @ 75% rated current
Control / Regulator 
Dimensions 

25”W x 73”H x 25”D 
(635 x 1855 x 635mm) 

Control / Regulator 
Weights 

Net 750lbs (340kg) Net 600lbs (272kg) 

High Voltage 
Dimensions 

In Control / Regulator Section 
21”Wx36”Hx39”D 

(533x914x991mm) 
21”Wx36”Hx40”D 

(533x914x1016mm) 
21”Wx36”Hx48”D 

(533x914x1219mm) 

High Voltage 
Weight 

In Control / Regulator Section Net 900lbs (408kg) Net 950lbs (432kg) 1300lbs (590kg) 

Note: Dimensions and weights are approximate. 

 Other output ratings available; consult factory with your requirements.

 Porcelain Condenser Bushings are used on systems rated >100kV with an approximate load rating of 400pF.

40kVA Power Rating 

General 705-40 710-40 715-40 720-40 750-40 7100-40 

Input Voltage 
480V, single phase, 60Hz 

380V, single phase, 50Hz 

Max Output Voltage 5kV AC 10kV AC 15kVA AC 20kV AC 50kV AC 100kV AC 

Output Current 8000mA 4000mA 2666mA 2000mA 800mA 400mA 

Output Connection Shielded Output Cable Epoxy Output Bushing 

Metering Digital, 1% of FS, range 10-100% of system output 

Duty Cycle 1 hr. ON, 1 hr. OFF 6 times per day / Continuous @ 75% rated current
Control / Regulator 
Dimensions 

30”W x 73”H x 42”D 
(762 x 1855 x 1067mm) 

25”W x 73”H x 30”D 
(635 x 1855 x 672mm) 

Control / Regulator 
Weights 

Net 1300lbs, (590kg) 800lbs (363kg) 

High Voltage 
Dimensions 

In Control / Regulator Section 
21”Wx36”Hx39”D 

(533x914x991mm) 
21”Wx36”Hx39”D 

(533x914x991mm) 
30”Wx40”Hx48”D 

(533x914x991mm) 

High Voltage 
Weight 

In Control / Regulator Section 
Net 1200lbs 

(544kg) 
Net 1700lbs 

(771kg) 
Net 2070lbs 

(941kg) 

Note: Dimensions and weights are approximate. 

 Other output ratings available; consult factory with your requirements. 

 Porcelain Condenser Bushings are used on systems rated >100kV with an approximate load rating of 400pF.


