Hipotronics

Portable Hipot Tester

UNITIZED DC INSULATION TESTER
MODEL NOS. 815PL, 860PL & 880PL

B LOW OUTPUT IMPEDANCE

B NO INTERNAL LEAKAGE AT FULL LOAD

B HV OUTPUT SWITCH-PUSHBUTTON ON/OFF

B FUSED INPUT

B INSTANTANEOUS OVERLOAD RELAY

B HV SHORTING RELAY (DISCHARGE INTERNAL
FILTER AND EXTERNAL CAPACITANCE)
(SEE PAGE 3-1 FOR ADDITIONAL FEATURES)

For the ultimate in portability the Model 815PL, 860PL
and 880PL offer 15, 60 or 80 kV, respectively. All models
are a self-contained package and are complete from
input line cord to output HV cable. Negative polarity is
standard.

DIMENSIONAL DATA

WIDTH | DEPTH {HEIGHT |WEIGHT
MODEL in in in Ibs.
NOS. {(mm) (mm) {(mm) (kgs)
815PL 1634 121" 1134 44 |bs.
(425) (318) (298) (19.9)
860PL 1634 " 122 113" | 54 Ibs.
(425) (318) (298) (24.5)
880PL 16347 122" 1134 | 65 Ibs. GUARD CIRCUIT
(425) (318) (298) (29.5)
KV METER
SHIELDED OUTPUT 20'-0"
iCABLE (STANDARD) (6.1 meters)
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TECHNICAL DATA

MODEL NO.
815PL | 860PL | 880PL
INPUT
VOLTAGE 120 V, 60 Hz or 220 V, 50/60 Hz
CURRENT 3 Amps
OUTPUT
VOLTAGE 15 kV 60 kV E 80 kv
CURRENT (RATED) 5 mA
POLARITY Negative output, Positive ground
RIPPLE <2.5%
METERS
VOLTMETER 0-3.75, 7.5, 15 kV /1 0-12, 30, 60 kV/0-20, 40, 80 kV
AMMETER 0-5/50/500 pA/5 mA ]
ACCURACY + 2% F.S.
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