SPECIFICATIONS

VOLTAGE RANGE .........
dBm RANGE .y ssswsmnes

FREQUENCY RANGE .......
FREQUENCY RESPONSE ....

CALIBRATION ACCURACY ..

WIDE BAND ACCURACY ....

INPUT IMPEDANCE........
(typical values)

ViSuMiRsscisssnanvinasns
CREST FACTOR......ccnn..

MAXIMUM RF INPUT........
(to diode cartridge)

MAXIMUM DC INPUT....... .
(to diode cartridge)

DC QUTPUT sivviiennnnnn 5
(at output connector)

NOISE AND DRIFT .......
RISE TIME ... o5 cwuwmms

3-MV-723B-1001
3-MV-823B-1001
3-MV-9238-1001

50uV to 10V,9 ranges; ImV FS to 10V FS (up to 300V
with 100:1 divider, 50KHz-700MHz) (See Fig.1-4)

-60 to +33, 9 ranges in 10db steps per range
(up to +63 with 100:1 divider)

10KHz-1.5GHz (up to 8GHz uncalibrated)

True RMS up to 30mV, peak reading above 30mV,
calibrated in equivalent terms of RMS sine wave
(true RMS up to 3V with 100:1 divider)

(Cal.Freq. of 500KHz) *1% FS, +0.5% of reading
(Mv-8238, MV-923B); +1% FS, %2 digits (Mv-723B).
Room temperature 23°C +2°C

Frequency Voltage Range Accuracy
10KHz - 150MHz TmV to 10V +1% of FS #1% Ind.
150MHz - 700MHz  1mV to 10V +1% of FS +3% Ind.

700MHz - 1.2GHz 1mV to 100mV +1% of FS +7% Ind.

300mV to 10V +1% of FS +10% Ind.

1.2GHz - 1.5GHz  1mV to 10V +1% of FS +20% Ind.
(See Fig. 1-1)

Approx. 2.2pf and 200KQ; both components are a function
of RF frequency and level (See Fig. 1-2 & 1-3)

Less than 1.2:1 at 1.2GHz (See Fig. 1-5)
450 to 1.4 (function of input voltages)
42V P-P or 15V RMS

400V DC
3V DC @ImA FS, Linear
Negligible

1 sec. on the 1mV range, decreasing to 100 millisec.
above the 10mV range



TEMPERATURE RANGE.......
(added inaccuracy)

INDICATOR «vvvvneoanncnan

LINE VOLTAGE & POWER....

WARM UP TIME ..........
DIMENSIONS & WEIGHT....

ACCESSORITES FURNISHED...

ACCESSOIRES AVAILABLE...
(additional)

MISC. OPTIONS AVAILABLE.

25

21°C - 25°C no additional inaccuracy
18°C - 21°C and 25°C to 30°C 1%
0°C to 18°C and 30°C to 40°C 5%

Precision 5.5" taut band movement mirror-backed dial
and knife edge pointer (MV-723B, 4 digit LED, .4"
readout & analog, edgewise *db indicator, 3 digits
only on the 1mV and 3mV range)

115V/230V AC +20%, less than 5W, 45-1000Hz (MV-923B,
battery operation, 80 hours minimum continuous
operation after a 24 hour charge)

Negligible

7" H x 8.5" W x 14"D

Rackmount - 5.25"H x 19"W x 13"D

A1l Models weigh approx. 10 1bs.
Probe Type L - P/N 900-2007

50Q Termination, BNC - P/N 900-2050A
High Impedance Tip - P/N 900-2002A

See 2-4, Pages 11 & 12

See 1-1, Page 5
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10KHz 150MHz

4-MV-723B-1001
4-MV-8238-1001
4-MV-9238-1001

700MHz 1.2GHz 1.5GHz

FREQUENCY

4-80 hours minimum
battery operation






