Mitutoyo

SURFTEST 211, 212
SURFACE ROUGHNESS TESTERS
SERIES 178

SPECIFICATIONS

MST-211 MST-212
178-932A
$1,830.00

Ra, Ry (Rmax)
Rq (RMS)

178-934A

$1,830.00

Evaluation

Ra, Ry (Rmax)
Parameters Rz

Unfiltered profile curve: up to .1" (2.5mm)

Evaluation length Filtered profile curve: up to .5" (12.5mm)

Ra, Rg: 2-1600pinch (0.05—40um)

Measuring range Rz, Ry: 10—-6400uinch (0.3—160pm)

Stylus traverse
speed

Measuring: 0.5mm/s
Retracting: 1mm/s

Nicad battery or AC adapter

Power supply (9VDC, 500mA)

Drive/detector unit:

Dimensions 5.3 x.9 x.9" (135 x 23 x 23mm)
(W x D x H) Display unit:
6.3 x 2.4 x 2.4" (160 x 60 x 60mm)
- Drive/detector unit: 0.66 Ibs. (0.3kg)
Weight Display unit: 0.66 Ibs. (0.3kg)
SURFTEST 301

SURFACE ROUGHNESS TESTERS
SERIES 178

SPECIFICATIONS

Evaluation
Parameters

Ra, Rg (RMS), RY
Rz, Rt, R3z, Rp

Evaluation length

).05—-40um)
—6400pinch
Measuring range

, 500X, 2000X, 10000X

Magnification Bl 5X. 20X, 50X, 200X

Stylus travers®
speed

acad battery or AC adapter
(10VDC, 1.2A)

Drive/detector unit:

Dimensions 5.3x.9x.9" (135 x 23 x 23mm)
(W x Dx H) Printer unit:
10.2x 6.0 x 2.6" (260 x 153 x 65mm)
: Drive/detector unit: 0.66 Ibs. (0.3kg)
Weight Printer unit: 2.87 Ibs. (L.3kg)
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9936 Rush Street
South El Monte, CA 91733

489

P

UPDAT

INDUSTRIAL PIPE & STEEL CO,

NATIONWIDE 800-423-4981
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