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*Mainframe: 
*Cooling :Advanced Fan Cooled.  
*Weight :3.5 Kg/Module. 
*Dimension:108Wx143Hx405Dmm.   

*BNC-Clip cable 1pc.  
*Banana Plug 2pcs. 

 
MODEL 

 
3310D 

 
3311D 

 
3312D 

 
3314D 

 
3315D 

 
MAX POWER 

 
150W 

 
300W 

 
300W 

 
300W 

 
75W 

 
MAX CURRENT 

 
30A 

 
60A 

 
10A 

 
10A 

 
15A 

 
OPERATION VOLTAGE 

 
60V 

 
60V 

 
250V 

 
500V 

 
60V 

 
OVER POWER PROTECTION 

 
¡Ü 157.5W 

 
¡Ü 315W 

 
¡Ü 315W 

 
¡Ü 315W 

 
¡Ü 78.75W 

 
OVER CURRENT PROTECTION 

 
¡Ü 31.5A 

 
¡Ü 63A 

 
¡Ü 10.5A 

 
¡Ü 10.5A 

 
¡Ü 15.75A 

 
OVER VOLTAGE PROTECTION 

 
¡Ü 63V 

 
¡Ü 63V 

 
¡Ü 262.5V 

 
¡Ü 525V 

 
¡Ü 63V 

 
OVER TEMP. PROTECTION 

 
¡Ü 85¢J 

 

CC MODE 

 
RANGE 

 
0 - 3A 

 
0 - 30A 

 
0 -6A 

 
0 - 60A 

 
0-1A 

 
0-10A 

 
0 ¡V 1A 

 
0 - 10A 

 
0 ¡V 1.5A 

 
0 ¡V 15A 

 

RESOLUTION 

 

0.8mA 

 

8.0mA 

 

1.6mA 

 

16mA 

 

0.268mA 

 

2.68mA 

 

0.268mA 

 

2.66mA 

 

0.4mA 

 

4.0mA 

 

ACCURACY 

 

¡Ó 0.2¢M¡AOF(SETTING + RANGE) 

 

CR MODE 

 

RANGE 

 

2-7.5K

  

0.1067-2 

  

1-3.75K 

  

0.0533-1 

  

25-
18.75K

  

1.333-
25

  

50-
18.75K

  

2.666-
50

  

4-15K 

  

0.213-4 

  

RESOLUTION 

 

0.133mS 

 

0.533m

  

.266mS 

 

0.266m 

 

0.053mS 

 

6.666m

  

0.005mS 

 

13.33m

  

66.66uS 

 

1.066m

  

ACCURACY 

 

¡Ó 0.2¢MOF (SETTING + RANGE) 

 

CV MODE 

 

RANGE 

 

0 - 60V 

 

0 - 60V 

 

0 - 250V 

 

0 -500V 

 

0 -60V 

 

RESOLUTION 

 

0.016V 

  

0.016V 

 

0.0667V 

 

0.133V 

  

0.015V 

 

ACCURACY 

  

¡Ó 0.1¢MOF (SETTING + RANGE) 

 

CP MODE 

 

RANGE 

 

0 - 150W 

 

0 -300W 

 

0 - 300W 

 

0 - 300W 

 

0 ¡V 75 W 

 

RESOLUTION 

 

0.04W 

  

0.08W 

  

0.08W 

 

0.08W 

 

0.02W 

 

ACCURACY 

 

¡Ó 0.5 OF (SETTING + RANGE) 

 

DYNAMIC 
OPERATIO N  

THIGH 
¡®TLOW 

 

50uSec TO 9.999Sec 

 

SLEW RATE 

 

2.0-125 
mA/uSeC  

20mA-1.2 
5 A/uSec  

4-250 
mA/uSec  

40mA-
2.5 

A/uSec 

 

0.8-50 
mA/uSec  

8mA-50 
mA/uSec  

0.8-50 
mA/uSec  

8-500 
mA/uSec  

1.0-62.5 
mA/uSec  

10mA-
0.625 

A/uSec 

  

ACCURACY 

 

¡Ó (10¢M OF SETTING) ¡Ó10uS ¡Ó (10¢M OF SETTING) ¡Ó10uS 

 

VOLTAGE 
READBACK
(V METER)  

RANGE 

 

15.0V 

 

60.0V 

  

15.0V 

 

60.0V 

 

30.0V 

  

250.0V 

 

¡Ó 
199.99V 

 

¡Ó 
500.0V 

 

15.0V 

 

60.0V 

  

ESOLUTION 

 

0.001V 

 

0.002V 

 

0.001V 

 

0.002V 

 

0.001V 

 

0.01V 

 

0.01V 

 

0.1V 

 

0.001V 

 

0.002V 

 

ACCURACY 

 

¡Ó 0.05¢MOF (READING + RANGE) 

 

CURRENT 
READBACK
(A METER)  

RANGE 

 

3.0A 

  

30.0A 

 

6.0A 

 

60A 

 

1.2A 

 

12.0A 

 

¡Ó 10.00 A 

 

1.5A 

  

15.0A 

  

RESOLUTION 

 

0.001A 

 

0.01A 

 

0.001A 

 

0.01A 

 

0.0001A 

 

0.001A 

 

1mA 

 

0.0001A 

 

0.001A 

 

ACCURACY 

 

0.2 % OF (READING + RANGE) 

 

CURRENT MONITOR OUTPUT 

 

FULL SCALE 10V (ISOLATED WITH LOAD MODULE) 

 

CURRENT PROGRAM INPUT 

 

FULL SCALE 10V (ISOLATED WITH OTHER LOAD MODULE) 

 

PROGRAMMABLE SHORT 

 

BUILT - IN 

 

LOAD ON VOLTAGE 

 

0.1 -25V 

 

0.1 - 25V 

 

0.2 - 50V 

 

0.4 - 100V 

 

0.1 - 25V 

 

LOAD OFF VOLTAGE 

 

0 - 25V 

 

0 - 25V 

 

0 - 50V 

 

0 -100V 

 

0 -25V 

 

MAX. SHORT RESISTANCE 

 

0.0115

  

0.0057

   

0.0625

   

0.43

   

0.017 

 

MAX.SHORT CURRENT 

 

30A 

  

60A 

 

10A 

 

10A 

 

15A 

 



*Hook terminal 2pcs. 

 
*Operation Manual 1pc.   

Power supply testing Fixture For PC power supply testing

  


