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VOLTMETER
Reads actual
testing voltage,

VOLTAGE CONTROL

REJECT
REJECT LIMIT BUZZER -
ADJUSTMENT inside case.
Cn back panel. Audible failure

indicator,

CALIBRATION CHECK
RESISTOR

TEST LEADS
4 feet long.
Very flexibie.
(Detachable)

RETRACTING PRODS

Slim enough to test
narts intight spaces.

MODEL 1306-3.0 SHOWN

FOLDING HANDLE

BREAKDOWN LIGHT
Lights only when a
breakdown, ground,
or short exists.

ON-OFF SWITCH
Industrial tyge.
No warm-up neaded.

_ ' - SPECIFICATIONS
MODEL 1306-3.0 _
Qutput Voltage Range? 0-3000VRMS

Output Waveform, Sinusoidai
Voltmeter Accuracy

Leakage Current Limit Range?
Factory Set Leakage Current Limit2
Short Circuit Currentd

Voltage Cutoff Response Time

HV Transformer Rating

Pk 2. 1.3, < 1.5 of RMS
+ 3% Full Scale

0.6-10 Milliamperes

5 Milliamperes

176 Milliamperes

6 Miiliseconds

50 Voltamperes

Dimensions 102" X Ban" X dsre”
Weight ' 12.5 Lbs.
Input Power 117VAC, 50/60 Hz

1306-5.0

0-5000VRMS

Pk > 1.3, £ 1.5 of RMS
-+ 3% Full Scale
0.6-10 Mililamperes
5 Militamperes

293 Milliamperes

6 Milliseconds

50 Voltamperes
160427 X 8" X 4 sns”
13.5 Lbs.

117VAC, 50/60 Hz

NOTES: . .
1. NetRatedtor U.L."120K’ requirements below 800 volits. Standard test prods notrecommended foruse -
below 500 VRMS, use positive contact prods. Cantact factory for information,
2. Any Leakage current within the range shown above may be tactory set upon request at no charge
3. Through UL Body impedance Model at maximum-rated voitage.
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