
Product specs for Tektronix TV220 

 

Product Description: 

Tektronix TV220 CableScout TV220 TDR 

Automatic Return Loss Measurem 
Auto Multiple Event Marking 
20 Waveforms&Notes Memory 
Serial Printer Output 
TestWizard Testing 

Performance Characteristics of the TV220 

Programmability/Connectivity of the TV220 

TV220 Life Cycle Data 

TV220 Compliance 

TV220 Power Requirements 

Form Factor Benchtop 

Type TDR 

Cable Type Coaxial 

Maximum Frequency 400 MHz 

Maximum Distance Range 3.6 km 

Integral Signal Source No 

Minimum Pulse Width 1 ns 

Maximum Pulse Width 25 ns 

Output Impedance 75 Ohm 

User Interface Proprietary 

Out of Production Jul-11-2005 

CE Compliance Compliant 

UL Compliance Compliant 



TV220 Physical Dimensions 

Width: (N/A)  
Height: 240 mm(9.44 in)  
Length: 90 mm(3.54 in)  
Weight: 3 kg(6.61 lb)  

TV220 Standard Accessories 

1 /BNC-to-Alligator Clips Test Leads /Qty:1  
2 /2m Coaxial Jumper Cable /Qty:1  
3 /F to BNC Barrel Adapter /Qty:1  
4 /F to F Barrel Adaptor /Qty:1  
5 /F-Type to KS Test Adapter /Qty:1  
6 /Soft Carrying Case /Qty:0  
7 /U.S AC Adapter/Charger /Qty:1  
8 /DC Cigarette Lighter Adapter Cable /Qty:1  
9 /User Manual /Qty:1  

Input Power Universal (Auto Sense and Switch) 

Battery Requirement 9 V 

Battery Life 8 hrs 


